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Fuzzy Logic Control for Stand-alone Photovoltaic Energy Conversion System, and 
Innovation in Renewable Energy. 
by Zainab Almukhtar  
Abstract  
In this dissertation, simulation and hardware emulation was implemented to experiment 
the operation of a power regulation system for stand-alone PV system with DC loads using 
Fuzzy Logic Control (FLC). The system encompasses the functions of Maximum Power 
Point Tracking (MPPT) to bring the power to the maximum value, load power regulation 
and control of battery operation.  
 An algorithm that tracks the maximum power, and the corresponding fuzzy logic 
controller were developed. An improved method for the battery operation regulation 
including a fuzzy logic controller was applied. Load voltage regulation was achieved by a 
modified cascaded PI controller.  
The power regulation system managed to stabilize the load power, proved fast MPPT 
tracking and regulation of the battery operation in the presence of fluctuations and fast 
input variations. 
The work included a study of the importance of university-industry collaboration to 
innovation in renewable energy. The current collaboration channels and the contribution 
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Chapter 1  
 
1 Introduction 
The development of the steam engine in the 19th century marked the beginning of the 
industrial society that we know today. Ever since, humans have been continuously burning 
fuel substances to produce energy. According to the statistics of the International Energy 
Agency Federation, the demand on energy is increasing by 2 % yearly worldwide with an 
even more increase in developing countries. An example can be seen in India with a 6% 
increase and in China with a 4% annual increase [1]. The current pattern of growth in 
energy consumption is exponential. For example, in the United States, the rate of energy 
consumption has been doubling every 15 years in the last 5 decades. 
Energy sources can be divided into renewable and non-renewable: renewable energy 
sources like biomass, wind, hydropower, and solar energy, are sustainable and do not cause 
harm to the environment [2]. There are attempts to extract geothermal energy from rocks 
inside the earth, but the main used methods cause water pollution. Hydraulic energy is a 
source of energy that is highly efficient. It uses the energy of water falling from high 
distances to produce electricity. Nuclear energy is considered by some as a renewable 
source due to the long-term availability. While others warn about the hazards of the burning 
fuel, nuclear waste, nuclear emission and fission associated with nuclear energy 
production. Non-renewable energy sources are the sources that diminish and cause 
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problems to the environment, like pollution and global warming. The main non- renewable 
energy sources are: fossil fuel, natural gas and carbon products.  
The 2014 International Energy Agency statistics indicated that the consumption of fossil 
non-renewable energy sources makes around 80% of the total energy consumption, and the 
percentage of use of nuclear energy is 9.9 % of the total energy use.  Renewable and other 
energy sources are only used by about of the 7 % of the whole energy production sources 
[3], [4].  
Looking at energy use for electricity generation:  The consumption of fossil fuel is nearly 
70%, while the consumption of nuclear sources is 10.6 %. Renewable and other sources 
nearly make 20% of the energy use for electricity generation. The percentages are 
illustrated in the following figures. 
 




Figure 2  2013 Energy use for electricity generation [4]. 
 
The current situation of energy consumption can be referred to as the “Energy Crisis”; a 
term used by many scholars to point to the present and the future consequences of relying 
on non-renewable energy sources. The harms caused by depending on non-renewable 
energy sources are multi-sided: the diminishing of those sources, which took nature 
millions of years to develop, and the severe consequences on the environment like the 
production of greenhouse gasses, global warming, and the destruction of plants and 
animals.  
For example; the waste heat generated from factories and generating stations could ruin the 
earth balance; a rise of 2F in the atmospheric temperature would melt the Arctic Ocean ice 
peak. In addition to the disturbance to the ecological balance in rivers and ocean life by 
thermal pollution [5], [3]. Other risks to the oceans reside in the spills of oil from wretched 
ships and pipelines. Coal mining produces gasses that are high pollutants and harmful to 
breathing like sulfur dioxide. Smog, particle matter and nitrogen oxides from automobiles 
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and factories contain hydrocarbons, oxides of sulfur and nitrogen that cause cancers and 
respiratory diseases.  
The increase in energy consumption is not only associated with the growth in population, 
but with the patterns of life and industry demands. If the current trend in energy use 
continues, the remaining non-renewable energy sources would be insufficient to fulfil the 
life needs in the near future [3]. Also the extraction of the remaining underground oil would 
incur very high costs on oil production [6]. The scarcity of energy for basic life needs in 
the future, would result in negative social and economic consequences. 
To solve the problems, caused by non-clean energy consumption, the rising demand of 
energy on earth has to be met by clean and renewable energy alternatives such as the energy 
from the sun, wind or other clean sources [6]. 
One of the most convenient renewable energy sources is the Sun. Photovoltaic (PV) 
systems convert the energy from the sun into electricity. PV systems are clean and do not 
have moving parts, nor produce noise. Also, there is very little maintenance cost associated 
with PV system operation. The difficulty in using solar energy to produce electricity comes 
from the high initial cost and the variation of the energy supply with the environmental 
conditions. The low energy density of the solar panel that requires using large size panels 
to produce sufficient energy is another obstacle. Other challenges are the high cost and 
expenses associated with setting, operating and controlling storage devices. Also the 




Despite the mentioned obstacles, the production of more efficient and cost effective solar 
power generation systems is increasing with the developments in solar panel technologies, 
control methods, and storage devices. 
In order to use the solar system to the utmost efficiency, the maximum power should be 
extracted at any operating condition. Various techniques referred to as Maximum Power 
Point Tracking Techniques (MPPT) are applied to achieve this purpose. To guarantee the 
stability of the power supply, the overall power distribution in the system has to be 
controlled. The power control operation in a PV system involves regulating the charge and 
discharge functions of the storage devices, and stabilizing the load voltage.  In conditions 
of non-linearity, high uncertainty, and fast environmental changes; smart technologies like 
neural, fuzzy and genetic algorithms proved to be more efficient than conventional PID 
controllers. Fuzzy Logic Control (FLC) algorithms incorporate relatively simple 
mathematical rules and do not require prior knowledge of the working model. Fast tracking 
and robust results were obtained from FLC applications in renewable energy systems [7] 
[6]. 
In order to develop solar energy technologies and other renewable energy projects, more 
research should be focused on social and industry needs in the area of renewable energy. 
To enable the research in universities to turn into innovation (useful products and services); 
strong collaboration channels between the university and industry should be established. 
Also initiatives on renewable energy developments should be backed up by supportive 
rules and investments. The proper definition of research work and its stages, provide the 
basic information for the scientific policy and rules.  
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1.1 Problem Definition   
For a PV system to provide stable electrical power supply, both the operations of maximum 
power point tracking and system power regulation have to be maintained at any 
environmental condition. Some of the challenges with using conventional maximum power 
point tracking techniques like the incremental conductance the and the perturb and observe 
techniques are the fluctuation around the optima, and the inability to detect the real 
maximum power point in a fast manner. Some of the techniques require complicated 
computations while others are not accurate. Although simple to design, PID controllers do 
not perform well in multi-input, multi- output (MIMO) nonlinear systems. In conditions of 
high fluctuations and varying input conditions; conventional PID controllers require 
frequent calibration and parameter tuning to give the desired performance [8], [9]. 
Although simulation based research reflects the behaviour of control systems, it does not 
show the system performance in real time and in actual environmental conditions.  
In this work, an artificial intelligent algorithm using fuzzy logic control is developed for 
the maximum power point tracking operation. The method was able to give efficient 
response in conditions of high variations, and to drive the system to operate at the 
maximum power point in all conditions.  Good voltage amplification and fast responses in 
fast changing environmental conditions were attained.  A PID fuzzy logic controller for the 
battery charge-discharge regulation was also modified. The controller provided fast and 
smooth control of the battery operation in the presence of input power fluctuation.  
A cascaded PI controller was used to regulate the load voltage, and was able to stabilize 
the voltage and current supply to the load when the environmental conditions changed 
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rapidly. The work was implemented using simulation and hardware emulation where the 
output of the simulated controllers directed the operation of a hardware configuration for 
the PV system. 
The importance of research and experimentation on stand-alone solar systems comes from 
the wide applications of those systems that range from supplying power to rural areas, 
water pumping and irrigation, to medical and space solar vehicle systems [10]. In order to 
transfer the research into industrial products, collaboration channels between universities 
and industry firms are essential. In this work, the current knowledge transfer channels are 
investigated as well as the contribution of the current research to the development in PV 
systems. 
1.2 Objective  
The objectives of this work are:  
1) Develop a fuzzy logic controller and a control algorithm for maximum power point 
tracking for a stand-alone PV system with DC loads. 
2) Modify a PID fuzzy logic controller to regulate the battery charge-discharge operation. 
3) Modify a PI controller for the voltage regulation of the DC loads.  
4) Explore the type of the current research work and its contribution to future works and 
developments in renewable energy. 






 Chapter 2  
 
2 Stand- alone PV systems with Battery Storage 
2.1 Introduction 
PV systems can either be connected to the grid, or isolated. In this chapter, the structure 
and simulation of a PV solar panel is introduced. The electrical characteristics of a PV 
module, and the construction of the energy conversion system are illustrated. Descriptions 
of storage devises used in energy systems are also provided. The main parts of a stand-
alone PV system are: PV Model, MPPT control system, and the power regulation system. 
The parts of the power regulation system are the load side and the battery controllers. 
Challenges associated with using and manufacturing PV systems are also reviewed in this 
chapter. Applications and developments of PV solar systems and other solar technologies 
are discussed in the last part. The chapter also reviews the potential of renewable and solar 
energy is Canada. 
 
2.2 PV Module 
2.2.1 PV systems 
The sun sends large amounts of energy to the Earth, equivalent to around one hundred 
million fossil fuels or nuclear power stations, but the majority of the sun’s energy fall onto 
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the oceans. The irradiance from the sun differs from one place to another and from one 
time to another, and is disturbed by buildings and other objects [11]. The operation of the 
Photovoltaic (PV) cell is based on the Photovoltaic effect; the generation of potential 
difference in a silicon solar cell due to the falling sun light. The main component of a PV 
system is the PV panel, which is composed of solar cells [12]. 
A typical solar cell produces power between 1 and 2 W, which is not enough for most 
applications; a crystalline silicon solar cell with a typical area of 10×10 cm2 produces an 
output power around 1.5 W. In order to be able to use solar energy for actual applications, 
solar cells are interconnected in series or parallel combinations to form a Photovoltaic (PV) 
module/panel. The amount of electricity that is delivered by a solar panel depends on a 
number of factors like: the intensity of sun light that reaches the panel after being scattered 
by dust, clouds and other particles, the incident angle of the falling light, the time of the 
day, and the temperature [13]. Other factors called the (Albedo) factors also influence the 
amount of solar power. The Albedo components are defined as: the effect of the light 
reflected from the ground and other objects such as trees and building on the power 
supplied from the solar energy systems. The Albedo effect is usually small, but more 
significant in locations like the Swiss Alps due to reflections from the snow [6]. The effect 
of Albedo from the ground and other objects in urban locations is studied by some 
researches. The influence of different PV material, and topologies on the Albedo effect was 





Figure 3 Solar cell, module and array [15] .  
Some of the practical and technical challenges in using PV systems for electricity 
production are:  
1) The large size of PV panels. 
2) The cost of setting the PV system. 
3) Difficulty in modelling the PV system behaviour. 
4) Recycling after the end of the PV cell life. Recently steps are taken to find 
solutions for this problem.  
5) The appearance of the buildings or sites where PV panels are placed. 
6) The space it takes to put the PV panel. 
7) The efficiency of the PV system. 
8)  The dependence of energy on the environmental conditions. 
9) The dependence of the efficiency on the power regulation operations and the 
instruments used [18]. 
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2.2.2 PV Modelling 
The electrical circuit simulation of the solar panel includes: A current source, a diode, and 









Figure 4 Equivalent circuit of a PV panel [16] 
 



















































                  (1) 
where, IPV is the module terminal current, Iph is the photocurrent, Isat is the diode saturation 
current, VPV is the module terminal voltage, q is the electron charge, A is the diode ideality 
factor, K is the Boltzmann constant, np is the number of cells in parallel, ns is the number 
of cells in series, Rs and Rsh are the series and shunt resistances respectively, and T is the 
surface temperature of the PV module. 
VPV 
IPV 




The current voltage relation from the PV panel can be seen in the following figure.   
 
 
Figure 5  Current- voltage curve of a PV panel [18] 
 
It can be seen that the relation between the current and voltage in any operating condition 
is nonlinear. In different operating conditions, the curve preserves the same shape but the 
values change. In the following figure, the voltage current curves at different light 











        Figure 6 Voltage-current characteristics of a PV panel in different light intensities [18]. 
 
 
      Figure 7 Voltage Current characteristics of a PV panel in different temperatures [18] 
The electrical characteristics of a solar cell are determined by the short circuit current scI , 
and the open circuit voltage ocV . The short circuit current is the maximum current that can 
be produced by the PV panel when the output terminals are short circuited ignoring the 
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leakage current. The open circuit voltage is the maximum voltage produced by the PV 
panel when the terminals are open. The main factors that influence the amount of supplied 
power from the solar cell are the environmental temperature and the irradiance of the sun. 
When the temperature rises above the reference temperature by one degree Celsius, the cell 
output power decreases by 0.5%. The relation between the temperature and the PV power 
is illustrated in the following equations [19]. 
 
)TΔ005.01(PP 0PV                                               (2) 
ocsc0 VIP                                                           (3) 
Where, 0P is the ideal PV power in neutral temperature, scI   is the short circuit current, ocV
is the open circuit voltage, and TΔ is the change in temperature.  
The temperature effect on the PV power can be explained by: when the temperature 
increases, the short circuit current increases and the open circuit voltage decreases, but the 
decrease in the open circuit voltage is more and that drives the power down. This shows 
that the cell or panel operates better at lower temperatures [20]. 
Looking at the influence of the incident angle of the sun light, the PV panel supplies the 
most power when the sun is straight overhead. The power gets less when the sun’s position 
is lower in the sky and the light falls with an angle. The amount of energy reduces with 
lower sun position, because the light spreads over a large area and the focus is less.  The 
amount of the irradiance of the sun is calculated by multiplying the intensity of the 
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perpendicular irradiance on a certain surface by the cosine of the incident angle. This is 
called the Cosine Effect, or Lambert’s Cosine Law [21].  
 
  
Figure 8 The Effect of incident angle on the PV power [21]. 
The cosine effect is described by the following equation: 
 
   )θcos(II 0nn                                     (4) 
Where: 
0In  is the light intensity when the angle between the falling light and the norm is 
zero (w/m2). In  is the intensity when the incident angle between the falling light and the 











Figure 9  The Cosine Effect [22]. 
The sun intensity determines the transferred power. For example, if the full bright sun light 
intensity is represented by a value of 1, less intensities can be represented by a fraction 
depending on the amount of clouds. The power at bright sun light (sun intensity 1) is higher 
when there are no clouds, and decreases with increasing clouds as illustrated by the figure 
(10). The sun intensity influence on short circuit current is more than its influence on open 















Figure 10 Variation of solar power with sun intensity [19]. 
2.3 Energy Storage System 
2.3.1 MPPT Techniques  
 The nonlinear characteristic of the voltage current curve for a PV cell, result in uneven 
power distribution during the operation. The following figure illustrates the relation 
between the power, voltage and current of a PV cell. 
 
 
Figure 11  Power voltage-current characteristics of a PV Panel [23]. 
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It can be noticed that there is a point associated with certain voltage and current values that 
has the highest power. When the PV panel operates at this point, it delivers the maximum 
available power (Pmax). The point of maximum power is referred to as the Maximum 
Power Point (MPP), and the current and voltage values at this point are referred to as The 
Maximum Power Point Current (Imp), and Maximum Power Point Voltage (Vmp). When 
the operating conditions like the temperature or the sun light intensity change, the values 
of Pmax, Vmp and Imp change accordingly. In the following figure, the changes of 










Figure 12 Power -voltage characteristics of PV at different light intensities [24] 
Maximum Power Point Tracking Techniques (MPPT) are algorithms that find the 
maximum power point at any operating condition. They are usually simulated by a 
computer and passed through a controller to the rest of the system. The output signal from 
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the controller directs a pulse width modulator (PWM) to generate control pulses that drive 
the system to operate at the values of maximum power point voltage and current  [25].  
MPPT techniques are classified depending on characteristics like: 
- The complexity of the technique, and the number of variables.  
- The type of the control method used. 
- The practical applications of the technique. 
- The stability and efficiency of the method [26]. 
Generally, MPPT techniques are divided into three main types:  
- Methods of perturbation and observation. 
- Methods of incremental conductance and other incremental methods.  
- Artificial intelligence methods [27]. 
MPPT algorithms can also be divided into indirect and direct algorithms: indirect methods 
use previous instantaneous information of the PV panel like the voltage, current and power 
to determine the maximum power voltage and current values. The main disadvantages of 
these methods are: the PV system may not operate near a maximum power point in a certain 
interval, they give approximate estimation, and their operation is time consuming. 
Examples of the indirect MPPT techniques are Curve-Fitting, Look-up Table, PV panel 
Short-circuit, and Open-circuit methods.  
On the other hand, measurements in direct methods are taken during operation and used to 
direct the system to the maximum power point values. Incremental Conductance (IC), and 
Hill Climbing (HC) methods are examples of direct methods. Mainly direct MPPT 
techniques have the ability of more accurate tracking than indirect techniques [28].  
20  
  
Following are brief explanations of some of the popular methods used for MPPT: 
The look- up table method is based on storing values of maximum power operation at 
different conditions. The actual operating conditions are matched with the table values, and 
the system is driven to operate at the values corresponding to the maximum power. The 
method needs big storage capacity [29].  
The curve fitting algorithm, which depends on finding the maximum point in a simulated 
power curve, is one of the simplest methods. The values of current and voltage for 
maximum power point operation are calculated by equalling the derivative of power to zero 
in equal intervals.  The accuracy of this technique is highly effected by the choice of the 
sampling constants [30]. 
One of the most used techniques for MPPT is the Perturb and Observe (P&O) technique: 
first the PV power is measured, then the voltage of the duty cycle is incremented 
(perturbed) by small amounts in equal intervals. If the power at the new point is more than 
the previous, perturbation continues in that direction, otherwise, the direction is reversed. 
The procedure continues till the maximum power point is found. The method has the 
advantage of simplicity but suffers from negativities such as slow detection and slow 
adaptability to power variations. The oscillation around the maximum power value and the 
dependence of the efficiency on the size of the perturbation are other drawbacks [31]. To 
overcome these drawbacks, adaptive perturb and observe techniques have been used, in 
which the size of the sample is tuned according to the changes in power [32] 














Figure 13  Perturb and Observe method  
The Incremental Conductance method is based on observing the direction of the change of 
the current and voltage values for the maximum power through monitoring the sign of the 
derivative of the voltage and current [33]. It has good performance under fast changing 
conditions, and the amount of oscillation is less than the P&O method [34]. The 
disadvantages are the complexity of the operation and the high cost of the control circuit 
[35], [36].  
The constant voltage method is one of the simplest techniques used; it is based on reducing 
the error between an estimated maximum power voltage and the actual array voltage at 
equal time intervals. Usually several trials for the voltage values are done and the one that 
delivers the maximum power is chosen. Although this technique is fast and simple, it may 
not give the real value for the MPPT since it is based on estimation. It also neglects the 














Differentiation techniques for MPPT are based on the fact that the derivative of power with 
respect to time is equal to zero at maximum operating point. These methods require a lot 
of calculations, measurements, storage space and expensive processors [37]. 
Open circuit voltage and short circuit current methods are simple methods; they depend 
on approximation of the open circuit voltage and the short circuit current to the maximum 
power current and voltage. They can be described by the following equations:  
 
                       
oc1mp VKV                                              (5) 
                             
sc2mp IKI                                               (6) 
 
Where: 
mpI  is the current at maximum power point, mpV is the voltage at maximum power 
point, ocV is the open circuit voltage and scI is the short circuit current. The factors 1K , 2K
are constants that depend on the characteristics of the cell. They normally vary between 
0.68 and 0.9 for multi crystalline PV cells.  
In the short circuit method; the short circuit current should be measured at time intervals 
by disconnecting the PV at each interval. In the open voltage method, the open circuit 
voltage is measured at time intervals, also by disconnecting the PV circuit. This causes 
slow response of the system. Also the results of these methods lack accuracy, because the 
methods depend on approximation [38]. 
The Temperature Gradient (TG) control method depends on the variation of the open 
circuit voltage with the temperature of the PV cell. It measures the temperature to 
determine the open circuit voltage and then the maximum power point. This method shares 
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the same accuracy issues with the open and short circuit methods, but it overcomes the 
problem of cutting the circuit and taking measurements [35]. 
The method of Steepest Descent is based on optimization algorithms; it introduces faster 
response and less oscillations than most of the other methods, as well as better steady state 
performance. It uses three-point measurements and estimates the value of the voltage at the 
centre of the three points. It finds the nearest local maximum power point according to the 
gradient of the voltage curve [39]. A widely used MPPT algorithm is the Newton Raphson 
or Gaussian Newton Method. It is based on root finding algorithms, and is one of the fastest 
methods for MPPT [40]. 
In the feedback voltage or current techniques; the feedback from the panel (voltage or 
current) is compared with a reference value. The error is used to adjust the voltage and 
current values for maximum power point. The power feedback method is based on the same 
principle, but the power is compared instead of the voltage or current. By driving the 
derivative of the power with respect to voltage to zero, the power to the load is maximized 
instead of the power to the inverter. The method requires efficient inverters to attain good 
results [41]. A method that uses a control signal based on the difference of actual to 
estimated power is proposed. The method estimates a value for the reference maximum 
power then increments it in intervals until the actual power value gets close to the 
estimated. Fast convergence and power efficiency was achieved by using this technique 
[42].  
In the sliding mode technique, a variable that links the ratio of current to voltage, and the 












h                                               (7) 
Where: IPV is the PV current, VPV is the PV voltage, h is the rate of switching, PVIΔ   is the 
change in PV current between two consecutive intervals, PVVΔ  and is the change in PV 
voltage in two consecutive intervals. 
The method works in a similar concept to the incremental conductance method, but is 
different in that the variable h determines the switching of the converter. This method 
suffers from the effect of variable operating frequency, which can be overcome by using 
the discrete version of the method [43]. 
In order to harness the benefits of more than one MPPT technique, or to avoid the 
disadvantages of a certain technique, hybrid methods are used for MPPT.  For example, 
the effect of the perturbation step on the performance of the P&O method is improved by 
using intelligent algorithms such as NN (Neural Networks) to determine the perturbation 
step [44]. In some applications the constant voltage method is combined with the increment 
conductance methods to improve the efficiency of the MPPT technique [45].  
The ability of the maximum power point tracking technique and control system to respond 
to fast changing conditions is important to the efficiency of the PV system.  This is why it 
is important to choose the best available method and controller configuration to achieve 





a.The Fill Factor  
 The fill factor resembles the approximation of the voltage-current curve to a square that is 
the product of the open circuit voltage and the short circuit current. It is found by dividing 
the actual power from the solar cell by the product of the short circuit current and the open 
circuit voltage. 
)VI/()VI(FF ocscmpmp                           (8) 
The following graph illustrates the concept of the fill factor. The corner of the blue square 
points to the maximum power value, while the corner of the green square shows the product 










Figure 14 The fill factor 










The value of the Fill Factor depends on type of the solar cell [46]. It is an indication of the 
quality of the PV solar panel. An ideal PV cell would have a fill factor of one.  Normally 
the fill factor is around 0.7 depending on the type and quality of the solar cell [47]. 
2.3.2 DC-DC Converters 
DC-DC converters are used in a variety of applications, like power supplies, calculators, 
and computers. A DC-DC converter either reduces or increases the input voltage depending 
on the duty cycle. The later is usually generated by a pulse generator or the Pulse Width 
Modulator (PWM), that generates signals depending on the output of the controller. 
According to the relation between the output and the input voltage, converters are divided 
into Buck, Boost and Buck Boost converters. The principle of operation of the three types 
of converters is similar [48]. 
a. Buck Converter  





)D(M                                                       (9) 
D)D(M                                                      (10) 
Where: Vin is the input voltage, Vout is the output voltage and D is the duty cycle, and is 
always in the range of 0 to 1.  
b. Boost Converters  
The boost converter gives an output voltage that is more than the input voltage according 
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Figure 15  Boost converter configuration. 
c.  Buck -Boost Converter  
The buck boost converter increases or decreases the voltage depending on the duty cycle. 
Usually the duty cycle for the buck boost converter is determined by the pulse from the 
pulse width modulator.  










                                        (12) 
- 
+ 
Vout D Vin 
28  
  
From the equation, it can be concluded that the magnitude of output voltage is higher 
than the input (when D > 0.5). The output voltage is lower than the input voltage when 
(when D < 0.5). 








Figure 16.  Buck-boost converter configuration. 
2.3.3 Storage Devices 
For a PV system to work efficiency; uninterrupted power supply has to be provided to the 
load, also the charge and discharge operation to the battery has to be controlled. This in 
addition to the control of the maximum power tracking operation. In other words: full 
power regulation is required in all environmental conditions [50].  
Electrical energy storage devices transmit the extra energy from an electric power network 
to another form to be stored for later use [51]. They are secondary power sources that store 






in PV systems. The characteristics of the battery depend on:  the technology of the battery, 
the capacity and the life time of the battery, the tolerance of the battery to environmental 
conditions, and the speed of the charge-discharge operation [52].  




-Flow batteries  
-Metal air 
Lead acid is a popular and safe technology used in power systems. A lead acid battery is 
made from lead and lead dioxide for electrodes and an isolating material mounted on a 
plastic container. Lead acid batteries are preferred in many applications due to the low 
maintenance cost, ability to self charge and discharge, and to operate in different 
temperatures. It has reasonable installation cost but rather short lifetime [53]. 
Lithium ion battery electrodes are made from lithium salt cathode and graphic carbon 
anode. They are newer than lead acid batteries and characterized by high storage efficiency, 
small size, and small energy density. They have high cost and their life time is affected by 
repeated discharging. Nickle Cadmium (Ni Cd) batteries are large, have toxic substances 
and are tolerant to repeated charging [52], [54].  
In some applications, alternative storage technologies are used: using Super Conductive 
Magnetic Energy Storage (SMES) systems to provide better power operation and smooth 
power distribution under varying load conditions was suggested [55]. An algorithm that 
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regulates the charging of a lead acid battery at day time, and the discharging at night to 
improve the brightness of the LED lights was proposed [56].  Other technologies that are 
used for energy storage are: pumped hydroelectric devices, compressed air energy storage 
devices, flow battery, fuel cell, solar fuel, flywheel, capacitor, and thermal energy storage. 
A comparison between different energy storage devices is presented in the work by Chen 
et al. [51]. 
2.3.4 Power Regulation System 
The power regulation control in a PV system is achieved after the MPPT stage and 
contains: the load voltage regulation and the battery power regulation.  
a. Load Power Control System 
PV systems supply electrical power to AC, DC or combined loads. Loads for solar systems 
can be the equipment in a house, lights in solar lighting systems, loads with moving parts 
like electrical vehicle motors, pumping systems, or others. Whatever is the nature of the 
load, it has certain limits and requirements for current and voltage. In order to work 
efficiently, PV systems should be able to keep the power to the load stable at all operating 
conditions and adapt to load and power supply changes.   
When the supplied power is more than the load requirements, the excess power is utilized 
to charge a battery storage system. When the PV power supply is less than the load 
requirements, the battery should supply the shortage in power [57],  [58]. Many of the used 
voltage regulation control systems are single-input single-output (SISO) feedback control 
systems that use PID controllers [59]. 
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The load requirements change with adding or reducing loads, like operating more or less 
devices. In the presence of multiple loads like house hold loads; a strategy that analyses 
the load priorities into emergency, necessary and convenience loads was introduced. It 
enables the system to distribute the power according to load needs in case of supply power 
shortage [60]. The voltage regulating system should be able to provide good power quality 
with better stability, and discard any harmonics. Using series compensation to reduce 
temporary voltage drops and rises, and to decrease the level of harmonics in an isolated PV 
system was proposed [61].  
A method for voltage regulation in an Unmanned Aerial Vehicles (UAV) was proposed. In 
this method, the maximum power point tracking was implemented using a fuzzy controller 
[62]. A load voltage regulation systems using a PI controller and a Single Ended Primary 
Inductor Converter (SEPIC) converter with one control loop was designed [63].  
b. Battery Control System 
To achieve stable and flawless power supply for the PV system, the charge-discharge 
operation of the battery has to be controlled in changing conditions. A method that uses the 
output of the MPPT controller to regulate the battery by changing the polarity of the control 
signal was introduced [53]. Some applications use a battery state estimator with the charge 
and discharge control to fully charge and prevent overcharging of the battery [64]. A power 
control system with a PV panel as the primary energy source, a fuel cell and a battery as 
secondary sources, and a PID controller was proposed [65]. A technique that consists of 
cascaded PID controllers for the current and the voltage was applied to control the power 
flow and the battery operation in an isolated PV system [66]. A power saving method that 
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uses one converter for both the maximum power point tracking and regulation of the battery 
operation was proposed [56].   
Usually, a DC bus is used to connect the MPPT side, the load side and the battery side. The 
voltage of the DC bus should be kept stable in order to provide stable power distribution 
in the system. A DC bus signaling method was proposed to direct the operation of the 
power distribution in a PV system [67].  
The configuration of the overall power regulation system for a stand-alone PV system with 


































2.4 Applications  
2.4.1 Solar Cell Technologies  
A silicon PV solar cell is made from sliced ingots or castings of highly purified silicon. 
The manufacturing process creates a charge-separating junction, deposits passivation 
layers and anti-reflective coating, and adds metal contacts. The module is then covered by 
a transparent glass and a weather proof material and mounted on a surrounding frame [68]. 




Figure 18  Basic structure of a solar cell [15]. 
Single Crystalline Silicon (SC-Si) or Multi Crystalline Silicon (MC-Si) are used in 
manufacturing solar cells. Usually SC-Si cells have higher efficiency than MC-Si cells. 
Models that use multi crystalline silicon are less expensive, possess a more chaotic 
composition, and have less efficiency [12]. Micro silicon cells are technologies recently 
being used in many solar devices [69]. Thin film technology is also used in PV cell 
34  
  
manufacturing; the solar cell is made by placing thin micro layers of photosensitive 
material on a base of a low cost material like glass, stainless steel, or plastic. Thin film 
solar panels have good performance at high temperatures, low energy efficiency and life, 
consume less material, and are easy to manufacture and integrate. Due to the low 
efficiency, the required panel space is more when compared with crystalline silicon panels 
of same efficiency which incurs more cost. In spite of the mentioned disadvantages, thin 
film technology production is growing rapidly: in recent years, production units have 
increased from a pilot scale to 50 MW lines reaching gigawatt (GW) range in some 
manufacturing units. A significant market share increase for thin film technologies is 
expected by 2020 [70], [2]. 
New types of semiconductor thin films which are easy to manufacture, have lower 
production cost, and relatively low payback period are being developed. Other solar 
technologies are the Dye Sensitized Solar Cells (DSSC) which were first invented by 
Michael Grätzel and Brian O'Regan at the Institute of Photonics and Interfaces, Lausanne 
in 1991. The DSSC technology is based on glass substrate technology and works by the 
effect of the sun on the Titanium dioxide (TiO2) creating electrons [71]. The disadvantages 
of this technology is the low efficiency which makes it not practical for large scale use.  
The dye gets degraded and the sealing of the electrolyte solution is important as it contains 
volatile organic solvents [72]. New developments in using nanotechnologies in the 
manufacture of PV cells are happening [73]. Technologies that include both the 
manufacturing of solar panels and operations used in the control of solar systems are 
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continuously succeeding to overcome many of the obstacles in the use of solar power 
systems.  
 
2.4.2 Development of Solar Systems  
 The idea of harnessing solar energy for different uses is not new; references point out that 
mirrors that collect and condense solar light were used to fight the Roman army back in 
214 BC [6]. 
 In 1747 solar furnaces were used by the French scientist George Buffon., and in the 19th 
century solar stoves were invented and used.  Mouchot developed a solar steam engine that 
operated a printing press in Paris in 1875 [11]. Starting in 1863 in the US, John Ericson 
worked for 20 years on developing a solar powered engine and then built 9 engines from 
1863 – 1883. Water pumping powered by large solar reflectors was invented by Eneas in 
1901 and used for irrigation in California.  In 1908 Wilson, and John Boyle worked on a 
solar engine that ran a water pump by the compression of two circulation pumps.  
The discovery of the photovoltaic effect was in 1839, while the manufacturing of the first 
solar cell was in 1952. In 1938 solar houses using a solar collector technology were built 
in Boston by the Massachusetts Institute of Technology, and in 1947 solar buildings were 
built [68]. In 1950 Chapin, Fuller and Pearson at the Bell telephone company developed 
the first solar cell for direct conversion of the sun’s energy into electricity. In 1953 more 
interest in solar production started to grow, and the International Solar Society was 
established in 1954. In 1959 solar homes, solar thermal collectors, and domestic hot water 
solar systems were used. Currently, applications of stand-alone PV systems cover a wide 
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range from water pumping systems, rural home supplies, building equipment, traffic 
controls, street and other lights, to solar cars and radio operating stations. Medical 
equipment in rural areas, water sanitisation, railway signals, emergency communication, 
environmental monitoring, drones, solar planes and boats, and communication satellites 
are other important applications. [3], [10].  
An interesting application for PV systems is found in using a hybrid PV storage system in 
mining operations. It is reported that the method is used in Western Australia, Sand Fire 
Resource’s De Grussa Copper Mine with the installation of 6 MW of storage capacity along 
with 10.6 MW PV to hybridize an existing 20 MW diesel system. The system gave stable 
responses, and has a potential to generate $7 million in annual savings that can be realised 
even in times of low oil prices [74].  
Solar energy can be harnessed by two main different ways which are:  PV systems which 
convert solar energy into electricity, concentrated solar power systems that converter solar 
energy into thermal energy then to electricity. 
Concentrated Solar Power Systems (CSP) use mirrors or lenses to concentrate a large 
amount of sun light onto a small area. The concentrated light is converted to heat to drive 
a heat engine (usually a steam turbine) connected to an electrical power generator [20]. 
CSP systems are usually equipped with a tracking system that moves with the direction of 
the sun [75]. There is good potential to CSP technology due to the high efficiency, and the 
cheaper prices, but the disadvantages are the dependence of the operation on the reliability 
of the tracking system and the maintenance requirements. Also the change in solar radiation 
in cloudy conditions can highly drop the power. It can be said that CSP systems are more 
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suited for solar large-scale farms in sunny locations than for rooftop uses. Improvements 
to reduce the cost and expand the technologies of CPVs are under development [19]. A 
new technology that combines both the electrical characteristics of PV systems and the 
thermal characteristics of heat engines is emerging.  It uses the combination of heat and 
power solar (CHAPS) generators to produce both heat and electricity in the same module 
where each can be used for the desired application [76].  
Solar Towers (Heliostat field collector) are mainly used in places that have large supplies 
of sun. Mirrors mounted on the solar tower direct the thermal energy to a steam generator 
in order to produce a steam of high temperature and pressure, which is transferred into a 
circulating fluid that can be stored and used to produce power [77]. Solar towers are large 
and can provide more than 10 M watt of energy and thus good economically. 
2.4.3 Obstacles and Potentials in the use of Solar Energy 
Some of the obstacles that face the efforts in research and development on solar and other 
renewables are stated by Harrison Brown, Professor of Geochemistry in California Intitule 
of Technology: 
- Taking inexpensive non-renewable energy sources for granted and relaying on 
them for the long term. 
- Not enough attention to the development of renewable energy, accompanied by low 
priority to research programs in that area.  
- Insufficient financial support for renewable energy development.  
Government and international policies have great influence on the approaches to energy 
type adoption, whether renewable or non-renewable. Solar systems can be used as part of 
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a grid, or as isolated systems. In grid connected systems, the grid should be developed to 
control the alternative use of both the solar and the main electricity supply. Smart 
technologies, referred to as smart systems, are incorporated to achieve the regulation of 
power in grid connected systems [78], [79]. 
Stand-alone systems are used in areas that are not connected to the electrical grid like rural 
locations or countries where the electrical power is not sufficient for the demand. Stand-
alone systems can be divided into:  systems that provide energy for single home uses in the 
range of 1 – 30 W, and systems that supply energy for a collection of houses or buildings 
in the range between 1-20 k w [6].  Hybrid systems containing more than one renewable 
source, like solar and wind, can also be connected to grid or off grid. [80] 
In addition to the environmental benefits, the use of PV systems for power generation in 
remote areas adds economic benefits in reducing the cost of supplying electric energy to 
those areas. It also reduces the dangers and expenses of transferring diesel to locations that 
use diesel generators. Other economic benefit of stand-alone systems is the reduction of 
the expenses associated with constructing distribution lines and the power losses in the 
transmission of conventional power [81], [82]. 
 A stand-alone PV solar system consists of: PV solar panel, controllers, inverters, loads and 
storage devices. For DC applications, the loads and the inverters would be DC, while for 
AC applications there would be a DC -AC inverter near the AC loads to transfer the power 
to AC.  




                    
 
Figure 19  Main parts of home solar system from Alternative Energy Tutorials [85] 
Scientist are researching on new applications for solar systems such as: solar roadways to 
use solar panels lined by the roads to supply the grid with electricity. The same concept 
can be applied to floating solar panels. Space solar technologies are supposed to convert 
sunlight to microwave energy that could be directed to the earth [86]. There is a good 
potential in using solar energies in a wide range of industries like food, non-metallic, 
textile, building, chemical, water distillation, and other industries [87]. 
Germany is considered to be the solar energy leader in the world which produces 768 MW 
of solar energy. Canada has rich solar resources but the development and investment in 
solar energy needs to be more. The market is yet not well developed in that area especially 
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for large scale systems. The current energy generation production from solar resources in 
Canada is around 11 MW [88]  [89]. There are good attempts to support the development 
in solar energy in Canada, but still more has to be done in this area. The future potential of 
solar and renewable energy development holds a lot of opportunities specially that it is 
connected to social, environmental, and economical considerations.  
In Canada, a great potential in using solar energy lays in off grid applications since large 
areas are not connected to the grid (around 95 % of the total area), due to the cost of 
providing electricity to remote areas. Other common uses of solar energy in Canada are in 
water and home heating. This is not to deny the use of solar energy for electricity 
production connected to the grid or separate in urban areas, but this area needs a lot of 
infrastructure and support to provide smart grid solutions and sufficient solar panels or 
farms. The distribution and the capacity of solar resources in Canada can be seen in the 









Figure 20 The distribution and the capacity of solar resources in Canada [91]. 
Canada recognizes the importance of industry research collaboration to develop energy 
supply systems that depend on solar, wind, and other clean energy sources.  Canmet 
Energy, a leading Canadian research and technology organization in the field of clean 
energy states: “We are responsible for the scientific aspects of work on photovoltaic energy 
for Natural Resources”.  Canada is involved in several industry partnerships that would 
lead to innovation in the area. Robust collaboration is established between universities, 
industry, research groups, public agencies, departments, and governments through mutual 
research projects. In addition, international links are established by education, project 
participation, and communication events, and other channels. [92] 
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Canmet Energy aims to provide the required knowledge and information for partners who 
work in renewable energies, and has taken an active part in shared research projects. In 
addition, information is communicated to the decision makers in Canada through Canmet 
Energy.  By cooperation between Camnet, and other similar firms, collaboration channels 
between industry, government, and agencies are initiated.  Similarly, an international 
network of knowledge and technology transfer in renewable energy is built by establishing 
international cooperation routes.  
2.5 Conclusion  
In this chapter, the importance, developments and applications of renewable energy 
systems and especially solar energy systems including PV systems were demonstrated. The 
use of solar energy for electricity generation has a lot of potential in reducing the 
dependence on non-renewable energy sources. Solar PV systems come with challenges 
like: input power fluctuation, high setting cost, and the low energy intensity. To provide 
reliable power supply, the power in the system should be regulated, and the system should 
operate at the point that gives maximum power. In the chapter, technologies for maximum 
power point tracking and power system regulation were described. The point that PV 
systems are of the most appealing renewable energy solutions with a wide range of 
applications, calls for more research and development to improve the efficiency of PV 
technologies.  
In Canada, there is potential for stand-alone PV isolated or hybrid systems in remote areas. 
Applications of grid connected solar system and large scale solar production still need more 
attention, and are increasing with the developments of new technologies. 
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In the next chapter the fuzzy logic principals will be discussed, and the theory and 
applications of fuzzy logic controllers will be demonstrated. Together with a description 

























Chapter 3  
 
3 Fuzzy Control System 
3.1 Introduction 
Applications of intelligent methods for maximum power point tracking provide a much 
improved performance in fast changing environmental conditions and uncertainties. The 
main intelligent MPPT methods are:  Fuzzy Algorithms, Genetic algorithms and Neural 
Networks.  Fuzzy Logic Control (FLC) which can detect sudden changes and heuristic 
variables is very efficient for power control system applications. Fuzzy control is fast and 
robust and able to follow input changes. It does not need prior knowledge of the system, 
and uses simple mathematics. Fuzzy logic controllers are suitable for PV systems that are 
characterized by high non linearity, input fluctuations, and environmental variation [93]. 
This chapter explains the fuzzy control theory and the structure of the fuzzy logic 
controller. It then discusses in details the used fuzzy intelligent control methods in the 
present energy conversion system which contain the MPPT function and the power 
distribution control. The chapter also reviews other intelligent methods and their 




3.2 Fuzzy Control Theory  
3.2.1 Fuzzy Logic 
Fuzzy logic which was first introduced by Zadeh in 1965, is a theory that uses mathematical 
formulas to explain human reasoning. The computation formulas in fuzzy logic is not 
complex.  
Fuzzy logic interprets qualitative information to mathematical relations. That makes it 
suitable to explain unpredictable system behaviour that cannot be easily modeled.  Fuzzy 
theory shares the same general concept with the traditional set theory, except that there are 
no crisp transitions between values. Variables are expressed by functions or curves between 
two digits, mainly 0 and 1 or any other digits. A series of weights describe the degree of 
belonging of a variable to a certain value within the assigned range. While, traditional set 
theory defines a variable by its equality or non equality to a certain value [94].  
To define a fuzzy set, both the members of the set (values), and the degree of membership 
(weights of each value) are needed. Fuzzy logic operations or fuzzy concepts are used to 
relate fuzzy sets [95], [96]. The main operations of fuzzy sets are: 
 
Union of Two sets: A and B: ))x(MB),x(AΜmax())x(B)x(A(M           (13) 
 
Intersection of A and B: ))x(MB),x(MAmin(                                                   (14) 
 
Negation of A )))x(MA1()x(A(M                                                          (15) 
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Fuzzy logic interprets real life events which do not have sharp values to mathematical 
formulas. For example: a room temperature can be represented by fuzzy sets like warm, 
medium warm, or very warm and these sets can overlap  [97]. 
a.  Membership Functions and Fuzzy Rules 
Fuzzy input and output variables are represented by Membership Functions (MF). 
Membership functions relate each input and output to a weighted variable depending on 
the shape of the curve [98]. The membership function is usually chosen by the designer of 
the controller [95]. The most popular membership functions are: 
- Triangular 
- Trapezoidal 
- Gaussian  
- Bell 
- 𝜋 shaped membership function  
- 𝑆 shaped membership function 
The most used membership functions are the first four due to their simplicity and ability to 









































Some references indicate that the shape of the membership function has minimal effect on 
the operation of the fuzzy controller, while the position and the overlap between functions 
effects the response. Other references gave merit to the shape of the membership function 
in determining the system performance. An interesting work investigated the effect of the 
shape of the membership function of a power system stabilizer for a single machine infinite 
bus. Comparison between Gaussian, triangular, and trapezoidal functions was conducted: 
when Gaussian membership function was used, the oscillations were reduced with 
increasing the spread of the function. When using triangular functions oscillations were 
generally reduced, and fast convergence was achieved. Trapezoidal membership function 
resulted in more oscillatory output [101]. 
Usually the membership function is scaled; many designers use an interval from -1 to 1 
which is called (The Universe of Discourse) or (The Standard Universe). When assigning 
the number of membership functions, a balance has to be acquired between stability and 
correct outcomes. A small number of membership functions produces unrealistic results, 
while a large number of membership functions causes instability issues [102]. The main 
factors that should be considered when choosing a membership function are: 
1) Sufficient width of the membership function to allow for noise detection.  
2) Sufficient overlapping to correctly define the controller. 




4) A coordination between the number and the width of a set should be achieved [103], 
[104].  
Logical reasoning and understanding of the system helps to design the membership 
functions. For example, a function that describes human temperature surrounding is 
different form one that describes the temperature for a furnace [105].  
b.  Fuzzy Rules   
Mandeni Fuzzy  
Mamdani Fuzzy is the most used fuzzy membership rule set. It was introduced by E.H. 
Mamdani [106], [107]. It uses simple methods in designing the membership function and 
fuzzy rules, and is especially compatible with single input single output systems [108]. 
Mamdani method is based more on intuitions and human knowledge and it works well with 
systems that are unpredictable and have high uncertainties. [109] 
Takagi Sugeno Fuzzy method 
Sugeno fuzzy was first proposed by Takagi and Sugeno in 1985 [110]. In Sugeno fuzzy 
logic singleton solutions are used to give certain values to the control output [111], [112]. 
The method is effective in control of complex non linear systems [113]. An advantage of 
this method is the reduction of the number of rules compared to  Mamdani method, which 
makes it suitable for high order systems. Methods for stability analysis can be developed 
by using Sugeno algorithms [114]. 
c.  Design of the Fuzzy Logic Controller  
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In many cases, the design and identification of the fuzzy controller depends on the 
experience and engineering knowledge of the designer. In some applications, self 
organization controllers that have the ability to identify and modify their own rules are 
used. 
A convenient method to design the fuzzy controller is to operate the control system with a 
normal PI or PID controller, then replace the PID controllers with a fuzzy controller and 
tune if necessary. Noting that this process would be difficult, when the system is ill defined 
[115]. Likewise, it is impossible to apply the above method if the PID controller cannot be 
tuned. Building a fuzzy controller that resembles a PID controller makes use of both the 
fuzzy heuristic characteristics and the PID controller’s simplicity, and simplifies the tuning 
of parameters [116]. 
Holmblad and Ostergaard proposed the Fuzzy Logic Smith (FLS) controller. Its design is 
based on the experience and knowledge of the operator that applies three values to resemble 
a set of measurements, usually, small, medium and big in the control process [117]. 
Tuning can be applied after assigning the membership functions and rules, based on 
monitoring the performance of the controller. This process works for systems with a small 
number of variables, but would be time consuming for larger systems. When the system is 
complicated and there is a large number of membership functions, mathematical methods 
should be used to design the fuzzy controller [118]. 
The use of finite discrete relations to describe the fuzzy concept is proposed in a study by 
Tong. The used method is simple and provides a technique to analyse closed loop systems 
by using Zadeh fuzzy sets and an error function [119]. In multi-input multi-output (MIMO) 
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systems, the number of fuzzy rules becomes large and the design process complicated. 
Methods to reduce the number of fuzzy rules have been used such as the Singular Value 
Decom (SVD) method which is based on linear algebra [120]. The Combs method 
simplifies the application of fuzzy rules. It uses Boolean set theory to transfer the MIMO 
system to a number of single input single output systems to improve system stability [115]. 
An interesting method for fuzzy controller design is the translation of the relational matrix 
into sets. This introduces the advantage of not having to change the fuzzy sets in order to 
optimize the performance, but only change the rules [97].  
Although restricted to single-input single-output systems (SISO), an approach of self-
organization fuzzy controlled was introduced where an additional fuzzy controller can be 
used to modify and measure the performance of the original controller [121]. 
Recently, Genetic Algorithms (GAs) and Particle Swarm Optimization (PSO) were used 
to select the membership functions and the rule base for a fuzzy logic controller. Larbes et 
al proposed the optimization of a 25-rule Mamdani FLC for MPPT using genetic 
algorithms. The membership functions in the controller were triangular and trapezoidal 
[122]. Another study illustrated using genetic algorithms to optimize a 9- rule base fuzzy 
controller which was able to meet the desired performance [123]. When the fuzzy 
controller consists of a large number of parameters, automated tuning becomes crucial. 
Optimization is mainly done by first selecting a fixed rule base, size and type for the 
membership functions, then optimizing the FLC parameters. Adaptive neuro fuzzy 
methods are used to improve the performance of the system. Using fuzzy and neural 
network technologies combines benefits of neural networks to map input-output non linear 
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functions, with the ability of the fuzzy controller to describe heuristic conditions [124], 
[125].  Otieno et al presented a fuzzy controller with 21 rules that was tuned using Adaptive 
Neural Fuzzy Inference System (ANFIS) [126]. A recent publication has also presented a 
method for tuning a PID fuzzy logic controller for MPPT using swarm intelligence [127].  
d. Problems with Fuzzy Sets 
Fuzzy sets define   input output variables by notations like:  Small, Big, Negative Small and 
so on. Sometimes, the linguistic variables by which fuzzy functions are defined do not 
reflect the real system variables [115].  Some of the challenges associated with the 
applications of fuzzy control systems are: 
1) Formulating fuzzy sets and rules that would best resemble the control algorithm. 
2)  The numerical representation of qualitative fuzzy variables in digital computers. 
3)  The difficulty in determining the range of input output variables in the fuzzy 
controller that reflects the range of real variables. 
4) The difficulty of performance analysis and specially stability analysis of the fuzzy 
system in some situations [128]. 
5) Combining engineering control structure and fuzzy algorithms in order to get the 
best results. 
6) The formation of high order problems in MIMO systems, which result in instability, 
and requires more computation space. 
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3.2.2 The Structure of the Fuzzy Controller  
Fuzzy control is based on incorporating fuzzy logic algorithms in control systems either as 
dependant controllers or with other types of controllers. A fuzzy controller is composed of 
the following blocks: the knowledge base, which consists of the fuzzy rule base and the 
linguistic definitions for the input and output variables. The inference engine, which 
applies the fuzzy rules to compute the activation of each variable. The fuzzification block 
which converts the crisp input to a fuzzy variable [7]. The defuzzification block which 
converts the output of the fuzzy logic controller into a crisp variable.  
   
 
                       
 
Figure 22  The structure of a fuzzy control system [7]. 
Defuzzification methods are used to convert the fuzzy variable into a crisp variable for the 
rest of the control system. The Centroid method, also called the Centre of Area (CoA), or 
the Center of Gravity is a very efficient defuzification method which can be used with most 
output membership functions. In the CoA method, the controller calculates the geometric 




















CoA                                  (16) 
 
where CoA is the center of area, x is the value of the linguistic variable, M(x) is the 
membership value of x, xmin and xmax are the minimum and maximum values of the 
linguistic variable. In the following figure, the CoA method is illustrated: 
 
 
Figure 23 The centre of area defuzzification method [131] 
A popular defuzzifictaion methods is the weighted average method; it is simple to 
implement, but can only be used with symmetrical membership functions. Other methods 
are the Bisector method, the Largest of Maximum, the Smallest of Maximum and the Mean 
of Maximum method [132].   
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3.2.3 Applications of Fuzzy Control Systems 
Conventional control theory gives good performance in linear systems that have a limited 
number of variables. It also performs well in optimal control problems that use the 
maximum principle. Non linear stochastic systems and some deterministic systems can also 
be controlled using PID techniques [97].  Conventional PID controllers are simple to design 
and have good ability to estimate the system state from noisy measurements [133].   
When the model is hard to simulate, the system is highly nonlinear and subjected to sudden 
changes, PID controllers are not able to control the system performance efficiently. When 
the model is complex or unknown, it is useless to design a PID controller using analytical 
methods [134]. Although adaptive control methods can be applied to solve high order non-
linear models with high variations [135], [136], their mathematical formulas get 
complicated. Fuzzy control methods are more capable when dealing with systems of 
unknown models, high input variation, and uncertainties [9].    
The first application of fuzzy logic control was introduced by Mamdani and Assilian in the 
control of a dynamic, non linear, and a high coupled process for a simple laboratory steam 
engine [137]. It was noticed that the fuzzy algorithms performed better than classical 
control methods and were less sensitive to changes in the operating conditions [138]. In 
another experiment, Kickert and Lemkef proposed a fuzzy temperature and flow control 
for a warm water plant. The response to step changes in water temperature set point was 
fast in the presence of noise, pure time delays, and non-regular gain features. A comparison 
between fuzzy and PID controllers showed faster step response and better steady state 
performance for fuzzy over PID controllers [139]. 
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In another work, King and Mamdani experimented the control of the temperature in a non 
linear pilot state batch chemical reactor with varying gain and pure time delay [140]. Tong 
studied the control of a pressurized tank that contained liquid which flow is non-linear, and 
is strongly coupled with two different time constants [141].  Also there are applications of 
fuzzy logic controllers in speed control of induction-motors either separate or with PID 
controllers [142], [143]. To sum up, some of the main application of fuzzy control systems 
are: 
- Heat Exchange  
- Warm water process 
- Traffic control 
- Aircraft flight control 
- Tuning control  
- Robot control  
- Automobile speed control 
- Water purification process  
- Elevator control  
- Power and Renewable Energy Systems [144], [145] 
Other Intelligent methods have been used separately, or with fuzzy controllers in power 
regulation and MPPT control systems. Neural Networks (NN) are based on the way the 
brain processes the signals. They have the ability of self adaptability, can derive models 
that are non linear, and work well with varying parameters. A Neural Network is mainly 
composed of input nodes, hidden layers, and output nodes. Hidden layers are composed of 
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a number of nodes each with a weight [146]. Neural networks do not require knowledge of 
the system model and are relatively easy to design. A neural network was used to find the 
voltage for the MPPT through detecting the change in the temperature and the irradiance 
of a PV array [147], [148].  The configuration of a neural network for two inputs and one 




Figure 24  The configuration of a Neural network 
Genetic algorithms based on the genetic theory are very fast in finding optimum solutions, 
although sometimes they have the disadvantage of getting stuck near the optimum value 
[149].  A genetic based algorithm was used to search for the optimal value, and move from 
one chromosome to another using the concept of crossover mutation to interchange the 
chromosomes.  A chromosome can be looked at as a string of bits or values and is made of 
genes which are bytes [150]. 
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Particle Swarm optimization was introduced by Eberhart and Kennedy in 1995 from 
inspiration of the social behavior of bird flocking or fish schooling. It is based on swarm 
intelligence which searches for the area where the optimum results can be achieved  [151], 
[152]. An improved method of swarm optimization was applied for maximum power point 
tracking is stand- alone solar systems [28]. 
3.3 MPPT Control (Based on FLC) 
Fuzzy logic controllers are very suitable for PV systems that are non linear and highly 
dynamic. Fuzzy sets were designed to represent uncertainty and vagueness, and to perform 
control operations for such systems [153], [134]. Fuzzy controllers proved to give efficient 
responses both for the MPPT tracking, and the power regulation of PV systems. Fuzzy 
logic MPPT tracking applications in PV systems have the advantage of robustness, fast 
response and are simple to design. It was noted that faster performance and smoother 
steady state response was obtained when fuzzy logic was used than when normal P&O 
method was used [154]. A fuzzy logic controller based on voltage detection to improve 
the performance of maximum power tracking for a hybrid system was proposed [155]. 
Both types of Fuzzy control, Mamdani and Sugeno were applied to improve the 
performance of P&O and IC methods. Better time response and less oscillations were 
noted [156]. A fuzzy logic controller with two input variables: the supply expectancy and 
the predicted supply expectancy, was applied to control the power in a PV system. The 





a. Maximum Power Point Tracking Algorithm  
In this work, maximum power point tracking is implemented using an incremental 
algorithm and a fuzzy logic controller. The algorithm compares the actual power from the 
solar panel (PPV) with an estimated value for maximum power (the reference power (Pr)) 
through the fuzzy logic controller in equal time intervals. The output of the fuzzy controller 
is used to trigger the reference power to a new level, which is added to the previous value 
at each interval.  The highest value the power can reach is taken as the maximum power. 
The output signal from the FLC controller directs a PWM to control the duty cycle of a 
DC-DC boost converter. The DC-DC boost converter converts the voltage to the value that 
enables the system to operate at maximum power.  The following equations describe the 
algorithm:           
 
PVPVPV VIP                                                   (17) 
                                  




rnew                                                   (19) 
 
)new(rr PP                                                     (20) 
Where: PPV is the actual power from solar panel, PVI   is Photovoltaic current, PVV   is 
Photovoltaic voltage, 
rP is the estimated reference maximum power and S is the signal 






Figure 25 MPPT controller configuration 
 


































































b. Fuzzy Logic Controller and Membership Functions for MPPT  
In this work, Sugeno type fuzzy is used for the MPPT controller. The inputs to the fuzzy 
controller are the estimated reference power (Pr) and the actual PV power (PPV), and the 
output is the control signal (S). Each input variable is represented by three triangular 
membership functions:  Small, Medium, and Big. The output variable is represented by a 
singleton function of three variables. Small (Sm) at 1, Medium (M) at 5 and Big (B) at 10. 
The input membership functions were scaled to the universe of discourse [0 1] using a gain 
of 0.1. The output of the controller is scaled back to the normal range by a gain of 10. The 
range was estimated based on the range of the difference between the actual power and the 
maximum power of real experiments. The CoA method was used for defuzzification. The 






















Figure 27 FLC functions for MPPT 
 
Fuzzy input membership function, PPV 






Figure 28  Fuzzy output membership function for MPPT. 
The Fuzzy membership rules were derived based on the understanding of the system’s 
operation, and monitoring the behaviour of the system in other experiments. The 
reasoning that was implied can be summarized in the following points:  
- The reference maximum power and the actual power is compared in the fuzzy 
controller 
- The aim of the controller is to determine the control signal that makes the actual 
power as close as possible to the estimated reference maximum power. 













- When the actual power is much less than the reference power, the high value of the 
output is triggered 
- The value of the output signal depends on the variation between the two power 
values.  For example, if the reference power is Big and the actual power is Small, a 
Big signal is needed to trigger the controller to increase the actual power to the value 
of the reference maximum power. Below are the abbreviation and the table of fuzzy 
rules: 
If (Pr is Small) and ( PPV  is Small) then (S is Small) 
If (Pr is Medium) and (PPV is Small) then (S is Medium) 
If (Pr is Medium) and ( PPV  is Medium) then (S is Small) 
If (Pr is Big) and ( PPV  is Small) then (S is Big) 
If (Pr is Big) and ( PPV  is Medium) then (S is Medium) 
If (Pr is Big) and ( PPV  is Big ) then (S is Sm) 
 
Table 1. MPPT FLC rules 
Pr PPV S 
Sm Sm Sm 
M Sm M 
M M Sm 
B Sm B 
B M M 




3.4 Battery Regulator (Based on FLC) 
The PV panel is the primary source in a PV power system, while the battery is the 
secondary source. The battery supplies the load with power when the PV power supply is 
not enough for the load requirements, and stores power when the PV power is more that 
the load requirements. The operations of the battery charge-discharge and the power 
transfer happen in fast varying conditions.  It can be said that the battery control operation 
is critical to the efficiency of the PV system. Fuzzy logic control has proven to be able to 
adapt to fast changing condition and at the same time provide robust response. A Mamdani 
Fuzzy Logic controller is used to control the operation of the battery. The control is done 
through controlling the voltage and the power inputs to the battery. The output variables 
direct the operation of switches before the load  [157].   
In this work, a fuzzy PID controller is used to control the overall power distribution and 
the charge discharge operation of the battery. Using a fuzzy PID controller utilizes both the 
operation of the fuzzy controller and the simplicity of the PID controllers at the same time. 
It was noted that, when fuzzy PID controller was used, the steady state error was less than 
when genuine PID controller was used [158]. In many energy distribution and power 
electronic application, PI /PID fuzzy controllers are preferred over pure fuzzy controllers 
due to the inherit characteristics of both which enables the system to respond better in case 
of changing inputs and disturbances. Using fuzzy PID controllers also makes the controller 






a. Battery Operation Control Algorithm 
The battery operation can be described by the following modes:  
- Battery charge mode: In this mode the power from the PV source is more than the 
load requirements (PPV > PL). The battery is charged which the difference between 
the two powers, (PPV - PL). 
- Battery Discharge Mode: The power from the PV source is less than the load 
requirements (PPV < PL). The battery is discharged to provide the load demand, (PL 
– PPV).  
- No Action Mode: In this mode, the load demand is equal or nearly equal to the 
supplied power and there will be no charge or discharge from the battery side. 
The battery controller should be able to follow the input power variations and to direct the 
battery to operate according to the load requirement and the PV supply. In this work, the 
battery charge and discharge operation is controlled using two imbedded control loops; a 
PID fuzzy logic controller cascaded with a PI controller are used to control the battery 
operation. The input to the fuzzy controller is the difference between the desired and the 
actual battery power. The desired power (Pd) is found by subtracting the power of the load 
(PL) from PV Power (PPV). The output of the controller is compared with the battery actual 
current and passed to a PI controller then to a PWM. The PWM generates the signal that 
determines the duty cycle of the DC-DC buck-boost converter which changes the current 
to charge and discharge the battery according to the duty cycle.  
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The following figure shows the configuration of the battery control circuit. 







Figure 29 Units of the battery control. 
 
The battery control variables are  represented by the following equations: 
 
LPV PPPd                             (21) 
BPPd3E                            (22) 























Where: Pd is the desired battery power, PL is the load power, PPV is the photovoltaic 
power,  I* is the desired battery current, VB is the actual battery voltage, IB is the actual 
battery current, and E3, E4 are errors. The operation of the battery charge-discharge can 




























b.  Fuzzy Logic Controller and Membership Functions for the Battery Operation. 
The inputs to the fuzzy block in the battery controller are the error and derivative of error. 
The error is integrated and added to the output of the fuzzy block. The output of the fuzzy 
controller is the signal (S1). The configuration of the FLC controller for the battery can be 
seen in the following figure:  
 
Figure 31 FLC PID Controller 
 
Five membership functions were used to express the input variables (the error (E3) and the 
derivative of error (dE3)). Also five membership functions were used for the output 
variable. 
 The membership functions are: Negative Big (NB), Negative Small (NS), Zero(Z), Positive 
Small (PS), Positive Big (PB). Mamdani fuzzy rules were applied to link the inputs to the 



























Figure 32  Fuzzy input membership functions for the battery operation control. 
MF for the error (E3) 





Figure 33 Fuzzy output membership function for the battery operation control. 
The fuzzy rule base can be seen in the following table: 
Table 2  Fuzzy rule base for the battery control 
 
E3 
  dE3 
NB NS Z PS PB 
NB NB NB NS NS Z 
NS NB NS NS Z PS 
Z NB NS Z PS PB 
PS NS Z PS PS PB 
PB Z PS PB PB PB 
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The first row is the error(E3), the first column is the change in error (dE3), and the 
intersection of a column and row gives the output signal S1. 
As an illustration the first membership rule can be interpreted by: 
(If the error is Negative Big and the change in error is Negative Big, then the Output 
Signal is Negative Big) 
And which can be expressed by the rule: 
If E3 is NB and dE3 is NB then   S1 is NB 
The other columns use the same principal for the other rules. 
 
3.5 Load Side Control 
In any load specification there are certain values of current/voltage and power that have to 
be provided to the load during the operation. In this work, the control of the load voltage 
and current is done by two cascaded PI control loops. The outer loop is used to control the 
load voltage, and the inner loop to control the current. The error for the outer loop is found 
by subtracting the actual load voltage (VL) from the desired load voltage (VLd) and then the 
output is passed to a PI controller. The load current (IL) is subtracted from the output of the 
first PI controller to produce the error signal.  
The error is directed to another PI controller, then to the PWM and signal generator to 
produce the control signal. The output of the signal generator determines the duty cycle 
which determines the amount of voltage increase of decrease for the DC-DC buck-boost 
converter.  Using cascaded controllers improves the performance by minimizing the 




loop operation reduces the effect of disturbances on the output of the first controller [160]. 
By the used control methods, the voltage, current and power of the load is regulated and 
stabilized to the set value. In the following graph, the configuration of the load voltage 












Figure 34  Load voltage control 
 
The following equations illustrate the operation of the load voltage controller: 
 
LLd VVE                                             (24) 
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Where: E is the error to the outer PI controller, E1 is the error to the inner PI controller, 
VLd is the load desired voltage, VL is the load actual voltage. I2 is the reference current and 
IL is the load current 
 3.6 Conclusion  
The chapter discussed the applications of FLC in PV systems and described the current 
FLC applied controllers. PV solar systems are non linear systems that undergo a lot of 
variations related to changes in environmental conditions, and load demands. A PV system 
is characterised by the interaction of many variables from different parts of the system. For 
efficient power supply, several tasks have to be controlled such as the MPPT, the load 
voltage and the battery function. Using conventional controllers have faced challenges in 
keeping up with the fast variations in PV systems. FLC has proven to be efficient in 
applications with undefined models and high instability. To develop a fuzzy controller, the 
input variables and the membership functions have to be identified properly in a way that 
actually describes the system performance. Many approaches have been used such as trial 
and error, using past knowledge of the system and using combined intelligent methods. 
The applications of PID or PI based fuzzy logic have many uses, because they correlate 
between both the advantages of conventional and fuzzy controllers.  
In the next chapter, the experimental aspects of the current work are previewed. 
Demonstrations of both the hardware and the software of the experimental system will be 






Chapter 4  
 
4 Experimentation and Results 
4.1 Introduction  
 In this work, a complete power regulation control system for a stand-alone PV system with 
a DC load was implemented by simulation and hardware emulation with OPAL-RT HIL 
Real-Time Digital Simulator (OP5600). Maximum power point tracking is implemented 
using FLC. The load power control and the battery operation regulation are realised by 
using PI and FLC controllers. In this chapter, the parts of experimental system will be 
discussed including explanations and graphs of the hardware system and the interface. The 
chapter also includes a description of the simulation software and a discussion of the results 
obtained from the hardware experimentation.  
4.2 Real Time Control Hardware 
The hardware experimentation of the PV system that includes battery storage, IGBTs and 
DC loads was implemented using Opal-RT system. Opal-RT provides efficient real time 
simulation suitable for complex systems thorough hardware-in-the-loop (HIL) simulation 



















Figure 35  Real time system for the HIL stand-alone photovoltaic energy conversion system. 
 
a. OPAL-RT HIL Real-Time Digital Simulator (OP5600) 
 The OP5600 is a complete simulation system. It consists of a powerful target computer, a 
flexible high-speed front-end processor, comprehensive digital and analog I/Os, a signal 
OP8660 data acquisition 
interface 
 HIL 














Real-Time Monitoring and Control 
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conditioning stage and FPGA that runs the RT-Lab simulation software platform. The 
system can run in real time and integrate with Matlab/Simulink models that simulate 
physical systems. The powerful processor: Intel Xeon QuadCore 2.40 GHz with multi-




Figure 36 Opal RT interface panel. 
 
b. OPAL-RT Signal Conditioning Module Interface (OP8660) 
The OP8660 contains high voltage and current probes specifically customized for Lab-
Volt's Laboratory Kit power ratings The OP8660 can direct the output firing pulses to 
control two IGBT inverter modules and can read two ABZ position encoders. It enables 














Figure 37 OPAL-RT Signal Conditioning Module Interface (OP8660). 
 
An array of digital and (low power) analog I/O are available for the user that includes the 
following [164]: 
- 2x 6-pulse IGBT outputs 
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- 2x encoder inputs 
- 16 high current inputs 
- 16 high voltage inputs 
- 48 extra analog and digital I/O 
- Speed & torque dynamometer control 
 
c. 200 W Electric Drive Kit 
It contains the hardware devises that are used in system connections.  
a.  AC and DC machines: permanent magnet DC motor, PMSM brushless motor, S.Q. 
induction moto, four-quadrant dynamometer/power supply 
b.  Power supply 
c.  IGBT chopper/inverter  
d.  Resistive load 
e.  Lead acid battery  
 
4.3 Real Control Software (RT-Lab)  
RT-Lab is the core of the OPAL-RT technology. It is a real time simulator software that 
can be used in a variety of simulation and control system applications. It has the ability to 
add more computational power according to system’s requirements. Real time simulation 
can be performed through: Hardware-In-the-Loop (HIL) tests, Power-Hardware-in-the-
Loop (PHIL) tests, Rapid Control Prototyping (RCP), Pure simulation to increase 
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calculation speed [165]. The real time software application is developed in 
MATLAB/Simulink and integrated with the RT-LAB for real time experimentations.  
The workflow of RT-LAB to simulate and run a model consists of the following stages:  
1) Edit the model 
2) Compile the model 
3) Load the model 
4) Execute the model 
The execution model is divided into: 
- Console Subsystem: It consists of the user interface blocks and is executed in the 
command station-PC. 
- Master subsystem: Includes the basic elements of the model and the mathematical 
algorithms and is executed in the CPU. 
The synchronising between the two subsystems is performed by the RT-LAB 


























Figure 38 subsystem for OPAL RT LAB 
 
4.4 Experimental PV System with Battery Storage. 
a. Overall System Configuration. 
In the experimental system for the current dissertation, the controllers were built by Mat 
Lab/ Simulink software.  Power lights were used to produce the lighting to a Solar PV 
(Canadian Solar) panel. The number and direction of the lights were changed to give the 
effect of changing sun light intensity and position. The behaviour of the system was 
experimented in different conditions. Firing signals were send to the hardware part and 






















The hardware parts of the system proposed in this dissertation are:  
- PV Panel  
- DC-DC boost converter on the PV side for the MPPT. 
- DC-DC buck boost converter on the battery side to control the charge discharge 
operation and stabilize the DC link voltage. 
- DC-DC buck boost converter on the load side for the load voltage and current 
control. 
- Resistive load. 
-  Lead acid battery model. 
The hardware configuration of the system can be seen in the following figure: 
 
 
Figure 39 Hardware configuration of the power control system. 
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The maximum power point tracking system is connected to the overall power control 
system in the battery and load circuits. The regulation of the battery operation is achieved 
by a PID fuzzy logic controller that is initially directed by the difference between the 
desired and the actual battery power. The function of the load side controller is to stabilize 
the load voltage, current/power with reference to the load requirements. The schematic of 
the overall system configuration can be seen in the following figure: 
 
 





4.5 Experimental Results  
Three sets of readings are illustrated to show the effect of different input variation on the 
system behaviour. The currents, voltages, and powers for the PV, load, MPPT side, and 
battery were plotted.  
In figures 41, 42, 43 and 44 the first set of experimental responses (reading 1), voltages, 
currents, power at different locations and current at different locations respectively are 
illustrated. In figures 45, 46, 47 and 48 the second set of experimental responses (reading 
2), voltages, currents, power at different locations and current at different locations 
respectively are illustrated. In figures 49, 50, 51 and 52, the third experimental responses 
(reading 3), voltages, currents, power at different locations and current at different 
locations respectively are illustrated.  
From (reading1) responses: in figure 41(a), it can be observed that the PV voltage was 
fluctuating, with a sharp decrease at nearly 50s. In figure 41(b) it can be seen that the load 
voltage was stabilized at 15v. Figure 41(c) shows the battery voltage is at full charge of 
50v, and figure 41(d) shows that the MPPT voltage is relatively stable, following the PV 
voltage. In figure 42(a), it is illustrated that the PV current followed the pattern of change 
in the PV voltage, but the fluctuations are more visible in the current. Figure 42(b) 
illustrates that the battery current followed the pattern of change in the PV current. In figure 
42(c), it can be seen that the load current was stable during the process. From observing 
the power and current variation for the first reading; in figure 43, it can be seen that when 
the PV power was more than the load power around the interval (20s - 40s), the battery 
current was positive (figure 44), which indicates that the battery was operating at the charge 
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mode (being charged). When the PV power was less than the power demand of the load, 
the battery operated in the discharge mode and the battery current was negative. 
From (reading 2) responses, it can be observed that the PV voltage was fluctuating and 
sharply decreased at nearly 45s in figure 45(a). The load voltage was stabilized at 15 v in 
figure 45(b). From the current responses figure 46(a), it can be seen that the PV current 
was highly fluctuating due to the instability in the PV power supply, and the change in light 
intensity. Figure 46(b) shows that the battery current followed the PV current, and in figure 
46(c), it can be seen that the load current was stable in spite of the variation in the PV 
current. Figures 47 and 48 show that when the PV power was more than the load power, 
the battery operated at the charge mode with positive current, and when the PV power 
reduced at around 25s and became less than the load power, the battery operated at the 
discharge mode with negative current. 
From (reading 3) responses, it can be observed that when the PV voltage (figure 49(a)), 
and the current (figure 50 (a)) started to increase, at around 30s, the PV power followed. 
From the figures of power at different location (figure 51), it can be observed that when 
PV power was equal to the load power, the battery was in the no action mode and the 
battery current was zero (figure 52). When the PV power was more than the load required 
power, the battery operated in the charge mode and the battery current was positive (figure 
52).  
The following points can be observed from the results: 
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The Load voltage, current, and power regulation: The control system managed to keep the 
current, voltage, and power of the load at a stable level in conditions of high fluctuations 
and fast changes. 
The battery operation: The PID FLC/PI controllers in the battery side, managed to control 
the battery operation according to the changes in the PV supply, and the load demand. The 
following was observed: 
- The battery was charging when the PV power was more than the load demand, and 
discharging to the load when the PV supply was less than the load demand.  
- The charge and discharge operation was performed according to the difference 
between the PV power and the load power. 
- The current was negative when the battery discharged to the load and positive when 
the battery was charged from the PV panel. 
- The current is more sensitive to the irradiance variations and this correlates with 
what is stated at the PV characteristics. 
- The battery voltage was kept stable. 
- The battery control stabilized the DC voltage. 
The MPPT Controller: The controller at the MPPT side was able to provide the maximum 



















Figure 41 Voltage response in the PV energy system. (a) PV module voltage; (b) Load voltage; (c) 

















Figure 42 Current response in the PV energy system. (a) PV module current; (b) Battery current; (c) 












                        
 
































Figure 45 Voltage response in the PV energy system. (a) PV module voltage; (b) Load voltage; (c) 















                     

















Figure 46 Current response in the PV energy system. (a) PV module current; (b) Battery current; (c) 





           
Figure 47 Power at different locations in the PV energy system, reading 2. 
 
 
            
 



























Figure 49 Voltage response in the PV energy system. (a) PV module voltage; (b) Load voltage; (c) Battery 






























Figure 50 Current response in the PV energy system. (a) PV module current; (b) Battery current; (c) 




























4.6 Conclusion  
In this chapter, the system’s software and hardware components as well as the practical 
results were discussed.  The experimental implementation with OPAL-RT real hardware 
components provided a practical study of the system dynamics in real conditions. The 
capabilities of the OP5600 to perform complete simulation, run the RT-LAB software 
simulation program through its high -speed processor, and to interface with the 200 W 
Electric Drive Kit enabled a faster execution as compared with plain simulation.  
The variation in the input power was achieved by changing the number and the direction 
of the power lights providing different light intensities and incident angels. Three sets of 
results with varying input conditions were obtained to show the response of the system. It 
can be concluded that the energy control system was able to provide robust power control 
and distributions in conditions of high variation and non linearity.  
In the next chapter, the types of research work and the project contribution to innovation 
will be investigated. The university-industry (U-I) channels will be studies with relation to 











Chapter 5  
 
5 Innovation and Technology Transfer  
5.1 Introduction  
Innovation is defined in the Oslo Manual, OECD as: 
 “The implementation of a new or significantly improved product (good or service), a new 
marketing method, or a new organizational method in business practices, workplace 
organization or external relations” (OECD/Eurostat, 2005) [166].  
A more general concept of innovation is: it is a better way to do things. But the practical 
meaning of innovation goes beyond the general understanding in that innovation is linked 
to an idea or a way that would produce beneficial economic, social, or cultural outcomes 
or application [167].  A research would lead to innovation if, either the research itself or 
the future related work of the research is directed to a solution of a problem. It is stated by 
some scholars that scientific research is the first step to innovation. Others look at the 
relation between research and production as multisided. This means that basic ideas for 
industry products could come from scientific research, and also a research can derive its 
basic idea from an excising industry product. 
In other words, the idea of a research could come from a current product, and the research 
would work on developing that product [168]. Throughout these arguments, there have 
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been many explanations and definitions of the types and stages of research to determine 
the research and science policy. Moreover, studies on the importance of communication 
channels between academic institutions and industry, and ways to enhance these channels 
have been conducted. Renewable energy and especially solar energy has a lot of potential 
in the future. By conducting research and development on renewable energy, solutions to 
the current problems of global warming and pollutions would be possible.  Areas of 
research in PV systems range from theory, modelling, control systems and algorithms, 
measurements, characteristics, and testing [169]. The stages of research can be 
fundamental, applied, or aimed to development and (R&D).  
In this chapter, different theories about research and innovation will be explained. As well 
as the types of knowledge transfer channels and the importance of those channels according 
to the view of different scholars. In addition to the nature of the current work and its relation 
to innovation and industry production. The discussion will be assessed by a questionnaire 
interview concerning the current work in solar energy technology. 
5. 2 The Classical Understanding of Research 
The Greeks were the first to use scientific inquiry to investigate natural causes. While in 
the older civilizations, the tendency was to investigate uses and applications of things, 
rather than the causes.  The Italian renaissance coupled scientific knowledge and action, 
but generally, the link between science and technology was weak until the 19th century. At 
that era, the advances in electronic power, health and chemistry that rooted from the 
research on chemistry, biology and physics were visible [170], [171].  
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Research is defined as a process of sequential decision making, which has different 
components in different settings [172]. Whatever is the type of research, basic or applied, 
it starts by making choices. These choices may include the research area, research problem, 
models, observations, designs, and interviews.  
 After World War 2, the Foundation of the National Policy of Research in the US, set a 
research policy through two cannons suggested by Vannevar Bush: the first cannon stated 
that the major purpose of the basic research is knowledge and understanding, while applied 
research is directed to use and applications. The report was submitted to the U.S president 
in 1945, nominated “Science The Endless Frontier” [173].  By this, a clear distinction 
between the goals of basic and applied research was drawn. The second cannon specified 
that basic research is the first step that fuels the applied research at later stages.  
Bush described the relation between basic and applied research as a linear relation with 
stages leading from basic to applied research, then to production. The stages are: basic 
research, applied research, production or operation [174]. Although Bush emphasized on 
the importance of basic research as a source of innovation, his theory isolated basic 
research from production, and put a clear separation between research stages. This view 
shaped many of the research policies in U.SA and many countries till today. Many R&D 
managers are still working according to Bush’s definition of scientific research [175].  
Another explanation of basic research was presented by the Directorate of Scientific 
Affairs (OECD) which defined the role of basic research in that it extends the 
understanding of phenomena of a scientific filed. While the role of applied research is 
understood to convert the possible into actual, and that it works on the feasibility of 
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scientific development. Development is the final stage of the technology sequence, in 
which research is turned into a useful product or service for the society [175]. This view, 
although gave more clarity to the roles of each type of research, still isolated basic from 
applied research. 
 5.3 The New Understanding of Basic and Applied Research 
The definition of research and connection between different stages of research work, 
influences the basic research policy in a country. Nils Roll-Hansen argued that the proper 
understanding of the true relation between basic and applied research is a major element in 
setting the right research policies [176].  The older definition of research has recognised 
the importance of basic research to developments, but separated between basis and applied 
research. According to this concept, the process of transferring from basic research to 
applied research, and then to production can take a long time. According to Bush’s 
definition, the motivation factors for basic and applied research works are diverse [177]. 
The old definition does not explain the interaction between different types of research and 
science in the context of scientific advances today. The routs and motivations of different 
kinds of scientific research and the stages of research work are interacted and connected. 
This also can be seen in earlier scientific works; for example, it can be observed that the 
early stages of Pasteur’s research work started by questioning. But in later stages the 
research was more linked to applications.  There is no clear distinction between the two 
stages of his work as basic or applied research. It can be said that the aim of his research 
was both pure knowledge and the motive to solve practical problems at the same time. The 
same applies to other fields of research such as social, macroeconomic and life science 
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where it would be hard to distinguish between basic and applied research [175]. A research 
does not have to belong to one or another definition as in the view of Bush, but can be 
interrelated. Stokes introduced a new definition of basic and applied research in a new 
illustrative model. The concept of Stokes better reflects the nature and interactions of the 
stages of research related to the current nature of scientific advances and extended 
specification. The interaction and similarities between different types of research work are 
clearly demonstrated by Pasteur’s Quadrant that was introduced by Donald. E. Stokes 
[178]. Unlike Bush’s definition that followed a linear sequential model; Stokes developed 
a more realistic and interactive approach to describe the relation between basic research 
and technology innovation in the quadrant model.  
In the Pasteur Quadrant Stokes used four example to describe the types of research, and 
located each example in a quadrant: pure research from Niels Bohr example, who studied 
the structure of the atom in the last century driven by a motive of pure understanding.  On 
the other practical extreme he used an example of Edison’s work which was mainly 
directed to pure use and ignored looking at the physical phenomena. While Pasteur’s work 
resembles the combination between the use inspired and basic research motives. The 
bottom left quadrant resembles works like Socrates that purely aims to teaching or 
philosophy. A research work can be allocated in any of the mentioned quadrants, or can 
have interrelated characteristics  [179].  




















Figure 53 Pasteur’s Quadrant [178] 
Some commented on Stokes’ model that although it has made a real transaction in the 
understanding of basic and advanced research, it only added complexity to the linear 
model. They claimed that the separation between basic and applied research is still present 
in Stokes’ model, but in a multidimensional rather than in a linear way [180]. 
A later work, introduced a bidirectional interactive model of discovery and invention. In 
this depiction, it was pointed out that an invention could be a continuation of other 
inventions, as well as the result of creating new products. In a very interesting approach, 
innovation is described as an interlaced complex process in the model “discovery-invention 
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cycle” which represented the interrelation between invention and discovery. Accordingly, 
‘invention’ is defined as the creation of a new device that would serve a certain goal, or a 
new process through the accumulation of new knowledge. On the other hand, discovery is 
the finding of knowledge to better understand the world. Also mentioned: the process of 
knowledge movement in the presented knowledge cycle is what leads to successful 
innovation. Discovery and innovation are considered as mirror images of each other and 
are not isolated as two sides of a linear process. The model sets a modern understanding 
that better shapes the era of information, communication technologies and scientific 
development. [181]. 
 5.4 University-Industry Interaction 
 Educational institutions and universities are pools of different types of research activities. 
To be able to integrate the efforts in universities with the industry, and direct them to social 
and community needs, it is necessary for collaboration between the educational institutes, 
industry and social organizations. De Fuentes et al indicated that collaboration is achieved 
through various channels and in many dimensions that differ according to the nature of the 
institution and the subject of knowledge [182].  
There are different channels by which knowledge is transferred between industry and 
university. The importance and role of industry-university knowledge and technology 
transfer channels is addressed differently by different firms according to the nature of the 
industry and the technology [183]. The motives and benefits of collaboration channels 
differ between universities, research organizations and industry. Understanding the 
106  
  
different motives and views towards the collaboration channels between university and 
industry plays an important role in understanding how to enhance those channels  [182].   
In the same scope, different scholars gave different degrees of importance to different types 
of knowledge transfer channels. For example, Narin et al. mentioned that “codified 
knowledge” in the form of publications and patents are of the most popular types of 
knowledge transfer channels [184]. While others like Kingsley et al. saw that mutual 
activities that involve research are more influential in transferring knowledge between 
universities and industries [185]. Some scholars pointed out that technology transfer 
between universities and industry is normally achieved through familiarities between both 
[186], while others gave importance to hiring university researchers in industry [187]. In 
the same reference it is mentioned that joint research between university scientist and 
industry is an indicator of the success of an industry firm and its incentive to gain 
knowledge. Cohen emphasized on the importance of university research on industrial 
research indicating that the university research sometimes is a driver to R&D and other 
times it is an initiator to new projects [188]. A paper by Bekkers et al. proposed a view 
about transfer channels between industry and university by conducting a survey on Dutch 
universities and industries. Looking at the firm’s side, the paper indicated that firms stated 
two kinds of knowledge transfer in order to achieve innovation: conducted research and 
cooperation, patents and listening. On a similar scope, the time and method of knowledge 
transfer is much related to the context and the field in which the knowledge is transferred. 
It is interesting to find out that the participation of universities and researchers through 
publications and conferences is a very common way to provide the industry with 
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knowledge of the research being done in the universities. Another important knowledge 
source for the industry is the recruitment of master and PhD students [189]. In the work of 
Arza, the benefits of collaboration channels are divided into two main categories according 
to the perspectives of the educational organizations and the industry. Each dimension is 
further divided into two: The main benefits for the educational organizations are: economic 
and intellectual. While for the industry, the benefits are more proactive and passive in 
nature. This division leads to a four-dimension quadrant in which each research type can 
be characterized [190]. 
A very important point is: understanding the nature of interaction between universities, 
public research, R&D and production connects to the basic understanding of research. The 
traditional linear model suggested by Vannevar Bush puts many of the university research 
at the starting point isolated from technology developments. The new understanding of 
research by Stokes, then Gibson and Johnson, defines scientific knowledge not only as the 
information included in publications, but also the information transferred through formal 
relationships between universities and industry sectors [191].  Rosenberg pointed out that 
there has been neglect to the industry research, and emphasised on the importance of new 
care and attention to the university research [192]. Nelson and Von Hippel saw the 
relationship between different types of research as more interactive, where public research 
may lead to development of new technologies, or focus on industry problems [193]. Von 
Hippel also indicated that the source of innovation depends on the type of knowledge 
involved [194].  
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Technology achievements like the Apollo Flight to the moon did not appear 
instantaneously, but was advanced by years of scientific efforts and research which laid the 
basis for such achievements. In addition to the availability of accumulated expertise in the 
subject of research. The same applies to other technological inventions like the invention 
of the transistor in the 50’s which really started with research about the solid state of matter 
in the 30’s. Similar evolutions can be seen in renewable energy solutions in reaching more 
efficient methods and technologies to supply the energy demand and at the same time 
reserve the environment. Best solutions cannot be found overnight or when there is an urge 
to use them, but they should be backed up by efforts and research which would lead to the 
availability of accumulated expertise in related sciences [6].  
Continuous research in renewable energy has to be coupled with production efforts in the 
area. This can be only done through supportive research and development initiatives gained 
from the right understanding of the role of research, and by initiating affective 
collaboration channels between university and industry.  
A technological system is defined as “Network(s) of agents interacting in a specific 
technology area under a particular institutional infrastructure for the purpose of generating, 
diffusing, and utilizing technology” [195]. These approaches of implying channels both 
national and international participate in enriching the area of interest which is innovation 
in renewable energy. This agrees with Metcalfe, definition of a system of innovation which 
is:  
“A system of innovation is that set of distinct institutions which jointly and 
individually contributes to the development and diffusion of new technologies, 
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and which provides the framework within which government form and 
implement policies to influence the innovation process. As such is a system of 
interconnected institutions to create, store and transfer the knowledge, skills and 
artefacts which define new technologies” [196] 
In a paper by S. Kyvik, et al, it is mentioned that the attention to applied research in 
universities is more than that to basic research [197].  This comes from both the research 
funding as well as institutional policies and academic and individual norms that give more 
value to applied work in that it leads to innovation. The writer emphasized that there is no 
clear line between both types of research works, and that research work incorporates both 
types of activities. He further argues that the distinction between basic and applied research 
in academic institutions, to some that do basic and other that perform applied research is 
against reality and that both types are inherited in any work. [197]. It is indicated that 
universities and research institutions play an active part in encouraging entrepreneurship 
by understanding research, how technology is transferred from universities to firms, and 
by setting new policies to go with this understanding [179]. 
To assess the importance and the kinds of collaboration channels between university and 
industry in the context of the current work, a questioner was conducted with the supervisor 
of the research. The questioner also looks at the stages of research and how the sources of 
knowledge for the present work were initiated. 
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5.5 Potential in University-Industry Collaboration. 
According to the results of the questionnaire and the views of the personnel involved in the 
project, and related research in renewable energy control systems and in the Laboratory of 
Control Systems and Mechatronics: 
The answer about the university industry collaboration pointed out to current collaboration 
in research and development of renewable energy through the following projects: 
- Project 1: Development of an experimental hybrid wind-solar conversion system with 
battery storage using Opal-RT Real-Time HIL/RCP Laboratory in collaboration with 
OPAL-RT Technologies. The aim is to upgrade the OPAL-RT 0.2 KW electric drive 
system to offer further possibilities of conducting experiments in renewable energy 
systems. 
- Project 2: Development of an interface based on National Instruments technologies for 
vibration detection to be analysed by data prediction software. The project is in 
collaboration with Machina Metrica Inc for bearing rolling elements applications.  
Relating to the current collaboration channels at the university and research centre level on 
renewable energy development; there are two joint research projects with Royal Military 
College (university) and Techno Centre Eolien (not-for-profit organisation). The above 
comment indicates that research activities are common collaboration channels between 
university and industry as mentioned by Kingsley [185]. As well as industry collaboration 
channels, the university has collaboration with other universities and research centres 
which establishes a base for scientific research network and a system of innovation as 
defined by Mecalf  [196]. The answers also show that joint research projects, and 
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contracted research, are very popular forms of collaboration between the Lab and the 
industry. This coincides with the comments of De Fuentes at al, about the nature of 
collaboration channels according to the type of the institution and the area of knowledge 
[182].  It also correlates with Narin’s work that mentioned “codified knowledge” transfer 
in the form of publications as being the most effective form of knowledge transfer [184]. 
Also with Pavit who highlighted the importance of different channels of cooperation 
between university and industry  [183]. The type of projects in the university industry 
cooperation shows that research work can be derived from ideas to test or enhance current 
devises or methods, and this agrees with the concept of discovery-innovation cycle  [181].  
The answer to the question about the basic idea of the different projects pointed out that: 
the idea for the current project with the OPAL-RT technologies started after a discussion 
with a representative in a conference, and the idea for the project with Machina Metrica 
started through the industrial liaison office at SMU. The answers agree with the view of 
Kingsley that gave merit to mutual activities that involve research in transferring 
knowledge between universities and industries [185]. It also agrees with the opinion of 
Krahmer in that technology transfer can be achieved by mutual relations between the 
university and industry [186]. The concept of the bidirectional relation between discovery 
and invention in that one could be the source of the other, again agrees with the answer 
[181]. It can be seen that the idea of a research in many cases could start from a current 
project as mentioned by Elg [168]. 
The answer to the question about the relation of the current research to previous work 
pointed to the interaction between the stages of research. It was stated that the work on the   
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solar PV and the hybrid energy system is a continuation of a previous work on wind energy 
conversion system conducted by the supervisor of the current project.  This relates with 
Stokes understanding of research in the Pasteur’s Quadrant. The comment also pointed out 
to the different and interactive motivations for research work. Research could be a 
continuation of previous work, a basic idea, or an enhancement of an existing product or 
service. It also agrees with the view of von Hippel and Nelson about the interaction of 
different types and stages of research [193], [194].  
The comment on the links of the current and similar work to industrial applications 
mentioned that the cooperation links are present in two different scopes: the first is 
upgrading the Electric Drive Kit for applications in solar technologies and hybrid systems 
with the OPAL -RT Technologies.  The second is providing a testing physical platform to 
test the prediction software for Metrica Inc. This shows that the results of research work 
can contribute to industry in different ways like testing or developing an exciting product. 
It also relates to the definition of “system of innovation by Metcalfe [196], and that such a 
system is created between the university, other universities and industries. 
The answer about the nature of the research and other research work in the Lab suggested 
that most of the research work focuses on the development of new control systems and 
upgrading the existing. From comparing the position of the research with Pasteur’s 
Quadrant, some of the research can be related with the work of Edison in the applied nature, 
and other research work resembles Pasteur’s work. For example, the current project is 
directed towards the development of the existing device used in renewable energy research 
(OPAL_RT Lab), as well as the development of a smart intelligence control systems. It can 
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be integrated in PV systems with DC loads like water irrigating systems and    street lighting 
systems, or in the industry of training and experimental devices. Some of the projects have 
common characteristics from both Edison and Pasteur’s work. It can be observed that in 
many areas including renewable energy and engineering, a research could contain both 
basic and applied work as indicated by Kyvik et al  [197]. Also scientific and engineering 
disciplines may overlap with other sciences like mathematics and physics.  Regarding the 
contribution of this research to the social needs or a practical industry, the comment 
indicated that the outcomes of the current research (OPAL-RT technologies and Machina) 
is directed to the development and improvement of the experimental device, test of a 
device, and to enlarge the field of application of the equipment. This would itself contribute 
to the developments in renewable and solar energy systems in creating solutions that would 
provide more efficient renewable energy alternatives. An important, social, economical 
and environmental need is provided with using renewable energy alternatives as discussed 
in chapters 1 and 2. Also the proposed control methods or their applications/developments 
could be used in PV systems. It is forecasted that the demand on renewable energy sources, 
realising the advantages of solar energy will highly increase in the future. This would make 
the industry of renewables one of the most growing among current and future industries 
[198].  
It can be concluded that: 
- There are good collaboration and knowledge sharing channels between the 
university and industry in the field of interest. 
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- There are established collaboration channels between the university and other 
universities and research centres in the field of renewable energies.  
- Different types of collaboration and knowledge sharing are used like published 
works, joint events, and contracts. 
-  Collaboration between the university and other universities could be extended to 
establish a research network in renewable energies. Also more of the other forms 
of collaborating like published work and exchange of professionals could be 
extended.  
- The idea generation for future and current research themes is very interesting.  It 
fully considers the needs to further develop previous works to produce new solar 
and renewable energy technologies, or to enhance the operation of current 
technologies. The research in the area of renewable energy is part of a well studied 
sequence that would lead to applied results.  
- A very important approach is deriving some of the research ideas from industry and 
current working systems and working to develop these systems. Developing and 
extending the scope of renewable energy research technologies, and testing and 
measurement like the work done on Opal RT Lab and Metrica are very important 
streams that contribute to development in the area of renewable energy.  
Suggestions for further development on the current knowledge network and the 
collaboration channels between university and industry can be stated in the following: 
- Extend the current knowledge and innovation network to include more research 
centres and universities. 
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- Expand the innovation network to the international level.  
- Explore more variations of methods of knowledge transfer like patents, hiring PhD 
students and conducting research in industrial locations.   
 
5.6 Conclusion 
By analysing the university collaboration channels related to the current project, which 
include both the links to the industry and other institutions, the work in this chapter 
practically demonstrated the presence of university industry links in real settings. It also 
provided a guide to further improve and expand the opportunities in using channels of 
scientific collaboration in order to produce more innovative solutions in renewable energy 
and particularly solar energy.  
Assessing the contributions of the current project and the position of the research work 
according to Pasteur’s Quadrant by Stokes emphasised the practical nature of the research 
and the related work.  Also it demonstrated the interaction between the different types of 
research work specially in scientific fields. This can be seen from the indication that a 
research idea can be basic or can be a development of an existing product. The way 
knowledge is interchanged and cooperation is held between industry and university shows 
the multi-directional nature of interaction between those two institutions. Summing up, the 
chapter provided an examination of the current work to assess the actual university industry 
collaboration channels and the relation of scientific research to innovation.   
The next chapter, includes the general conclusion of the work in this dissertation. It also 
suggests future works related to the scope of the current dissertation.  
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Chapter 6  
 
6 Conclusion  
The control techniques developed and experimented in this work gave improved PV system 
power regulation. The developed algorithm and the fuzzy logic controller for maximum 
power point tracking, delivered more tracking speed, efficient maximum power tracking, 
and was able to result in more voltage boost. The use of the output signal from the fuzzy 
controller to trigger the value of the estimated reference maximum power, enhanced the 
power tracking ability, and extended the range of the maximum power.  Using Sugeno 
fuzzy logic gave the advantage of strong computational capability and fast response.  The 
incremental method to allocate the maximum power extended the range that can be reached 
in other algorithms. Using the developed PID fuzzy logic controller in the battery 
management operation provided fast reply to changing conditions and stable steady state 
response. It also simplified the tuning of variables. The choice of the membership functions 
was suitable to preserve stability and gave good description of the fast dynamics of the 
battery operation. The battery charge-discharge operation responded to the change in PV 
power and load demand in a swift and fast manner. From the results, it can be observed 
that the load current, voltage and power were stabilized at the required levels in the 
presence of fast changes and fluctuation. The use of cascaded loops both in the battery and 
the load controller improved the stability of the system and reduced the sensitivity to input 
fluctuations.  Summing up, by the proposed methods and algorithms; the overall power 
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control scheme of the system was able to track input variations, stay stable in the presence 
of fluctuations and minimize steady state error.  Faster MPPT and battery control were 
achieved and the whole system response was stable.  
The proposed method has evident importance in solar energy systems, specially isolated 
systems, where it is very important to control the power distribution and to provide 
maximum power in conditions that could be very instable. The methods can be used to give 
improved results in areas like: rural areas energy supplies, irrigation, solar vehicles, space 
systems, street light, drones and others. The suggested control algorithms could also be 
applied in grid connected PV systems and other renewable systems with minor 
modifications. The simulation and hardware implementation of the algorithm in real time 
tested the system and the controller in real conditions with actual hardware equipment and 
experimented the performance in uncertainties and variations.  
The importance of using alternative energy including solar energy solutions calls for more 
research in the field to develop more efficient systems. The potential in university industry 
collaboration channels is very high in enhancing research and development. Through 
university industry collaboration channels, different forms of knowledge are transferred 
from the university to the industry and vice versa which would enable the transfer of 
research into innovation. Investigating the current university industry collaboration 
channels and the applications of the current projects contributes in putting future 
development plans for other similar work. It can be used as a guide to lay out strategies for 
collaboration between industry, university and other universities and research institutes in 
other areas.  Understanding the type of research work and the degree of contribution to the 
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industry or social need sets a director on how to choose work areas for similar disciplines. 
It also demonstrated the position of research in Pasteur’s Quadrant and the interactive 
nature of the research. 
In this dissertation   both the development of the scientific real time control methods, and 
the investigation of the context and contribution of the work was studied which adds an 
important contribution in two directions: development of smart algorithms in PV systems, 
and investigating the innovative characteristics in the current project. The work has both 
the features of a scientific experimental work and presents a study of ways to integrate 
scientific research and production, which contributes to strengthen the links between 
university research and industry needs.  
6.1 Suggestions for Future Work 
Applying intelligent algorithms is a promising area of research in PV system operation and 
other renewable energy systems. Future work can include the use of other smart 
technologies in real time simulation experiments like genetic algorithms and neural 
networks. Hybrid method applications that combine two control methods for the MPPT 
can also be applied. Using optimization and mathematical algorithms like the Gaussian 
Newton’s and singular perturbation methods together with smart and conventional control 
methods in MPPT tracking and battery operation control is another area to be investigated.  
The above mentioned work could be applied to PV stand-alone systems, hybrid systems, 
isolated or grid connected. It also could be experimented with other solar cell technologies, 
or different kinds of storage devices. Future work could consider the state of charge of the 
battery in the battery charge- discharge control. Also minimization the number of IGBT s 
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could be investigated by the combination of the load control power and the MPPT function 
in one IGBT by using smart technologies.   
Studying the current status of innovation and university industry collaboration channels in 
renewable energy in Nova Scotia context would be an interesting scope. By understanding 
the current statust of cooperation between universities and industry in NS in renewable 
energy industries, the difficulties and challenges can be assessed. This would provide the 
reference for setting improvement plans for more productive university industry 
















[1]  Internatinal Energy Agency Federation, "Key Word Energy Statistics," 
International Energy Agency Federation, Paris, 2015. 
[2]  R.Evans, Fuelling Our Future., Cambridge: Cambridge University Press, 
2007.  
[3]  P. Lynn, Electricity from the Sunlight: An Introduction to Photovoltaics., 
Sussex, U.K: Wiley and Sons, 2010.  
[4]  International Energy Agency, "Key Word Energy Statistics," International 
Energy Agency, 2015. 
[5]  E.D.Coyle, P.A.Simmons, "Understanding the Global Energy Crisis", 
Indiana: Prdue University Press, 2014.  
[6]  D. Mc Daniels, The Sun: Our Future Energy Source., Canada: John Wiley 
and Sons, 1984.  
[7]  D.Sharma, "Designing and Modeling Fuzzy Control Systems.," 
International Journal of Computer Applications., vol. 16, no. 1, p. 0975 – 
8887, 2011.  
[8]  National Instruments, "Improving PID Performance," National Instruments, 
2014. 
[9]  K. M. Passino, S. Yurkovich, Fuzzy Control, California: Addison Wesley 
Longman, Inc, 1998.  
[10]  H.Zhang, "Constant Voltage Control on DC Bus of PV System with 
Flywheel Energy Storage Source (FESS)," 1 The International Conference 
on Advanced Power System Automation and Protection, vol. 300072, pp. 
1723-1727, 2011.  
121  
  
[11]  Reidel Publishing, "Advances in Solar Energy," Reidel Publishing 
Company, Tokoy, Boston, 1987. 
[12]  M. Zeman, Introduction to Photovoltaic Solar Energy., Netherlands, Delf: 
Delft University of Technology, 2012.  
[13]  P.Hersch, Basic Photovoltaic Principles and Methods., Springfield: Solar 
Energy Research Institute, 1998.  
[14]  M.P. Brennan, A.L. Abramase, R.W. Andrews, J. M. Pearce, "Effects of 
Spectral Albedo on Solar Photovoltaic Devices," Solar Energy Materials, 
vol. 124, pp. 111-116, 2014.  
[15]  SECO, "SECO: Introduction to Photovoltaic Systems.," The State Energy 
Conservation Office (SECO), 2008. [Online]. Available: 
http://seco.cpa.state.tx.us/re/solar/pv.php. 
[16]  PVPMC, "pvpmc.sandia.gov," PVP Modeling Collaborative., 2014. 
[Online]. Available: https://pvpmc.sandia.gov/modeling-steps/2-dc-
module-iv/diode-equivalent-circuit-models/. 
[17]  H.Tian, F. M.David, K.Ellis, E.Muljad, "A Detailed Performance Model for 
Photovoltaic Systems," The National Laboratory of the U.S. Department of 
Energy, NREL, Denver, 2012. 
[18]  "Renewable Energy Innovation: Innovative Products for Renewable Energy 
Systems," Renewable Energy Innovation , 31 10 2013. [Online]. Available: 
http://www.re-innovation.co.uk/web12/index.php/en/projects/solar-pv-iv-
curve-tester. [Accessed 5 2016]. 
[19]  M.R.Patel, Wind and Solar Power Systems Design, Analysis and Operation, 
New York: Taylor and Francis, 2006.  
[20]  D.Swapnil ,J.N.Sarvaiya, B.Seshadri, "Temperature Dependent 
Photovoltaic (PV) Efficiency and Its Effect on PV Production in the World 
- A Review," in PV Asia Pacific Conference , Singapore , 2012.  
[21]  International Energy Agency, Solar Energy Perspective, France: 
Internatinal Energy Agency, www.iea.org, 2011.  
122  
  
[22]  Sun Energy, "http://sunenergyworld," Sun Energy World, [Online]. 
Available: http://sunenergyworld.blogspot.ca. 
[23]  S. Davis, "http://powerelectronics.com/," 15 Dec 2015. [Online]. Available: 
http://powerelectronics.com/solar/solar-system-efficiency-maximum-
power-point-tracking-key. [Accessed 20 March 2016]. 
[24]  Solar365, "solar365.com," [Online]. Available: 
http://www.solar365.com/green-homes/windows-doors/clerestory-
windows-passive-solar-homes. 
[25]  M. A. Islam, Power Management of Control Systems for Solar-Wind-Diesel 
Stand-alone Hybrid Energy Systems., Halifax: Saint Mary’s University, 
Halifax, Nova Scotia, 2014.  
[26]  S. Bidyadhar, ""A Comparitive Study on Maximum Power Point Tracking 
Techniques for Photovoltaic Systems"," IEEE Trans on Sustainable Energy, 
vol. 4, no. 1, pp. 89-98, 2013.  
[27]  H. Taheri, Z. Salam, K. Ishaque, Syafaruddin, "A Novel Maximum Power 
Point Tracking Control of PhotoVoltaic System under Partial and Rapidly 
Fluctuating Shadow Conditins Using Differerntial Evolution," in IEEE 
Symposium on Industrail Electronics and Applications, Penang, Malysia, 
2010.  
[28]  N.Onat, "Recent Developments in Maximum Power Point Tracking 
Technologied for Photovoltaic Systems," International Journal of 
Photoenergy, vol. 2010, no. 245316, pp. 1-11, 2010.  
[29]  J. Chen, A. Jaing, Y.TL.Huang . T .Hsio, "Maximum Power Tracking for 
PV Voltaic Power Systems.," Tamkang Journal of Science and Engineering, 
vol. 8, no. 2, pp. 147-153, 2005.  
[30]  J.RPhilip, ""Accurate Analytical Methods for the Extraction fof Solar Cell 
Parameters"," Electronic Letters, vol. 20, no. 10, pp. 406-408, 1984.  
[31]  A.Dolara, R.Faranda, S.Leva, "Energy Comparison of Seven MPPT 
Techniques for PV Systems.," Journal of Electrical Analysis and 
Applications, vol. 3, pp. 152-162, 2009.  
123  
  
[32]  B. Subudhim, R. Pradhan, "A Comparitive Study on Maximum Power Point 
tracking Techniques for Photovoltiac Power Systems," IEEE Trascactions 
on Sustainable Energy, vol. 4, no. 1, pp. 89-98, 2013.  
[33]  K.Amarnath, R.Suresh, "Simulaton of Incremental Conducatnce MPPT with 
Direct Control Method Using Cuk Converter," International Journal of 
Research in Engineering and Technology, vol. 2, no. 9, pp. 557-566, 2013.  
[34]  A.Safari, S.Mekhilef, "Incremental Conductance MPPT Method for PV 
Systems.," IEEE , pp. 345-347, 2011.  
[35]  R.Faranda, S. Leva, "Energy Comparison of MPPT Techniques for PV 
Systems," WSEAS Trransactions on Power Systems, vol. 3, no. 6, pp. 446-
455, 2008.  
[36]  W.Ping, D.Hui, D.Changyu, Q.Shengbiao, "An Improved MPPT Algorithm 
Based on Traditional Incremental Conductance Method.," in International 
Conference on Power Electronics Systems and Applications, Hong Kong, 
2011.  
[37]  S.Agarwal, V.Jain, "New Algoritm for Rapid Tracking of Approximate 
Maximum Power Point in Photovoltaic Systems.," IEEE Power 
Engineering, vol. 12, no. 1, pp. 160-199, 2006.  
[38]  R.Rawat, S.Chandel, "Review of Maximum - Power Point Tracking 
Techniques for Solar Photovoltaic Systems.," Energy Technology, vol. 1, 
pp. 438-448, 2013.  
[39]  X.Weidong , G.Dunford, P.R.Palmer, A.Capel, "Application of Central 
Differentiation and Steepest Descent to Maximum Power Point Tracking," 
IEEE Tras on Industrial Electronics, vol. 54, no. 5, pp. 1539- 2549, 2007.  
[40]  G. Ariken, ""Mathematical Methods for Physicits"," Orlando Fl Academic, 
pp. 428-436, 1985.  
[41]  V.Sales, E.Olias, A.Lazzaro, A.Barrado, "Evaluation of a New Maximum 
Power Point Tracker Applied to the Photovoltaic Standalone Systems.," 
Solar Energy Mster, Solar Cells, vol. 87, no. 1-4, pp. 807-815, 2005.  
[42]  Z.Almukhtar, A.Merabet, R.Beguenane, "Maximum Power Point Tracking 
Based on Estimated Maximum Power for PV Energy Conversion System," 
124  
  
in ICPECS 2 : 18th International Conference on Power Electronics and 
Control System, Dubai, U.A.E, 2016.  
[43]  C.Chen, C.C.Chu, ""Robust Maximum Power Point Tracking Method for 
Phtovoltaic Cells: A Sliding Mode Control Approach"," Solar Energy, vol. 
83, no. 8, pp. 1370-1378, 2009.  
[44]  B. Amrouche, M. Belhamel, "Artificial intelligence Based P&O MPPT 
Method for Photovoltaic Systems.," Revue des Energies Renouvelables 
ICRESD, vol. 7, p. 11 – 16, 2007.  
[45]  G.J.Yu , Y.S.Jung, J.Y.Choi, G.S.Kim, "A Novel Two-mode MPPT Control 
Algorithm.," Solar Energy, vol. 76, p. 455–463, 2004.  
[46]  P.N.Vinod, "Specific Contact Resistance of the Porous Silicon and Silver 
Metal Ohmic Contact Structure.," Semicond. Sci. Technol, vol. 20, pp. 966-
971, 2005.  
[47]  A.M.Green, "Accuracy of Analytical Expressions for Solar Cell Fill Factor," 
Solar Cells, pp. 337-340, 13 May 1982.  
[48]  N.Mohan, ,T.M.Undeland, W. P. Robbins, Power Electrinics Converters: 
Applications and Design, John Wiley and Sons, 2002.  
[49]  W.R..Erikson, DC-DC Power Converters, Wiley Encyclopedia of Electrical 
and Electronics Engineering.  
[50]  Q.Bin , M.Yundong, "Research on Control Strategies of a Stand-alone 
Photovoltaic System," in International Conference on Renewable Energies 
and Power Quality, Santiago de Compostela, Spain, 2012.  
[51]  H.Chen, T. N.Cong, W.Yang, C.Tan, Y.Li, "Progress in Electrical Energy 
Storage System: A Critical Review.," Progress in Natural Sceince, vol. 19, 
p. 291–312, 2009.  
[52]  J.P.Dunlop, "Batteries and Charge Control in Stand-alobe PV Systems: 




[53]  B.S.Manju, R.Ramaprabha, B.L.Mathur, "Design and Modeling of 
Standalone Solar Photovoltaic Chraging Systems.," International Journal of 
Computer Applications, vol. 18, no. 2, p. 0975 – 8887, 2011.  
[54]  K. Divya, "Battery Energy Storage Technology for Power Systems- An 
Overview," Electronic Power Systems research, vol. 79, pp. 511-520, 
20009.  
[55]  K.S.Tam, P.Kumar, M.Foreman, "Enahncing the Utilization of Photovoltic 
Power Generation by Superconductive magentic Energy Storage.," IEEE 
Transactions on Energy Conversion, vol. 4, no. 3, pp. 314-321, 2002.  
[56]  J.António, B Vieira, A. M.Mota, "A High-Performance Stand-Alone Solar 
PV Power System for LED Lighting," ISRN Renewable Energy, vol. 2013, 
pp. 1-10, 2013.  
[57]  Md.A. Islam, A.Merabet, R. Beguenane, H. Ibrahim, "Power Management 
Strategy for Solar Stand-alone Hybrid Energy System.," International 
Journal of Electrical, Robotics, Electronics and Communications 
Engineering, vol. 8, no. 6, pp. 783-787, 2014.  
[58]  E. Bebic, J. Liu, Distribution System Voltage Performance Analysis for 
High-Penetration Photovoltaics., New York: GE Global Research, 2008.  
[59]  J.D.Glover, M.S.Sarma, T.J.Overbye, Power System Analysis and Design., 
U.S.A: Chris Carson, 2008.  
[60]  A.Merabet, R.Keeble, V.Rajasekaran, R.Beguenane, H.Ibraham, 
S.Jogendra, S.Thongam, "Power Management System for Load Banks 
Supplied by Pitch," Journal of Applied Sceinces, Appl. Sci., vol. 2, pp. 801-
815, 2012.  
[61]  H. Saggu, Ch.Nagalaxmi, V.M.Rao, "Power Quality Enhancement in as 
Isolated Power System using Sereis Compensation.," International Journal 
of Modern Engineering Research (IJMER), vol. 3, no. 4, pp. 2147-2153, 
2013.  
[62]  J.K.Shiau. Y.C.Wei, M.Y.Lee, "Fuzzy Controller for a Voltage-Regulated 
Solar -Powers MPPT System for Hybrid Power System Applictaion," 
Energies, vol. 8, pp. 3292-3312, 2015.  
126  
  
[63]  M. Bhunia, R. Gupt, "Voltage regulation Stand-alone Photovoltaic System 
using Boost SEPIC Converter with Battery STorage Systems," in Student 
Conference on Engineering and Systems (SCES), Allahabad, 2013.  
[64]  E. Koutroulis ,K. Kalaitzakis, "Novel Battery Charging Regulation System 
for Photovoltaic Applications.," Proc. Inst.Elect. Eng.—Elect. Power Appl, 
vol. 151, no. 2, pp. 191-197, 2004.  
[65]  Z.Jiang, "Power Management of Hybrid Photovoltaic - Fuel Cell Power 
Systems," in IEEE Power Engineering Society General Meeting, Montreal, 
2006.  
[66]  Q. Bin, M.Yundong, "Research on Control Strategies of a Stand-alone 
Photovoltaic System.," in International Conference on Renewable Energies 
and Power Quality, (ICREPQ’12), Santiago de Compostela (Spain), 2012.  
[67]  K. Sun, L.Zhang, Y.Xing , M.J.Guerrero, "A Distributed Control Strategy 
Based on DC Bus Signaling for Modular Photovoltaiac Generation Systems 
With Battery Energy Storage," IEEE Transcation of Power Electronics, vol. 
26, no. 10, pp. 3032-3045, 2011.  
[68]  B.Tull, PhotoVoltaic Cells: Sceince and Materials., 
http://www.molchem.science.ru.nl/rowan/Coll/caput-
college/PhotovoltaicCells.pdf.  
[69]  A.Shah, J.Meier, E.V. Sauvain et al., "Micro Chrystaline Silicon Cells 
micromorph Tandem Solar Cells," Thin Solid Films, Vols. 179-187, pp. 
403-404, 2002.  
[70]  H.S.Ullal, K.Zwelbel, T.Zurik, "Rescent Technological Advances in Thin 
Film Solar Cells.," in World Renewable Energy Conference, Reading, U.K, 
1990.  
[71]  M.Gratzel, ""Dye-sensitized Solar Cells"," Journal of Photochemistry and 
Photobiology C: Photochemistry Reviews, vol. 4, p. 145–153, 2003.  
[72]  M. Grätzel, "Photoelectrochemical Cells," Nature, 2011.  
127  
  
[73]  Y. Prashant, "Meeting the Clean Energy Demand: Nanostructure 
Architectures for Solar Energy Conversion," J. Phys. Chem, vol. 3, pp. 
2834-2860, 2007.  
[74]  E.Meza, "Energy storage, PV-hybrid Systems Offer Huge Potential for Off-
Grid Mining Sector.," PV Magazine: Phtovoltaic Market and Technology, 
2011. 
[75]  "Photovoltaic Efficiency:Solar Angles & Tracking Systems". 
[76]  S.Quaia, V. Lughi, M. Giacalone, G. Vinzi, "Technical-economic 
Evaluation of Combined Heat and Power Solar (CHAPS) Generator Based 
on Concentrated Photovoltaics.," in International Symposium on Power 
Electronics, Electrical Drives, Automation and Motion (SPEEDAM), 
Sorrento , 2012.  
[77]  G. Riva, E.Foppapedretti, C. Carolis, Handbook of Renewable Energy 
Sources, Ener Supply, 2009.  
[78]  M. A. Islam, Power Management and Control Systems for Solar-Wind-
Diesel Stand-alone, Halifax, Nova Scotia: A Thesis Submitted to Saint 
Mary’s University, 2014.  
[79]  R.Kempener, P.Komor , A.Hoke, "Smart Grid and Renewables: A Guide for 
Efefctive Deployment.," International Renewable Energy Agency: IRENA, 
Masdar, 2013. 
[80]  A. f. R. Electrification, Hybrid Power Systems Based on Renewable 
Energies.  
[81]  F.A.Farret, M.G.Simons, Integrating of Alternative Sources of Energy, New 
Jersey: John Wiley and Sons Inc, 2006.  
[82]  N.Bizon, H.Shayeghi, N.M.Tabatabaei, Analysis, Control and Optimal 
Operation in Hybrid Power Systems, London: Springer, 2013.  
[83]  "http://www.alternative-energy-tutorials.com," Alternative Energy, 
[Online]. Available: http://www.alternative-energy-tutorials.com/solar-
power/stand-alone-pv-system.html. [Accessed 2010 − 2016 All R]. 
128  
  
[84]  "http://www.psi-solar.com/types-of-solar-systems/off-grid-solar-system/," 
[Online].  
[85]  Alternative Energy Tutorials, "Alternative Energy Tutorials," May 2010-
2016. [Online]. Available: http://www.alternative-energy-
tutorials.com/solar-power/stand-alone-pv-system.html. 
[86]  A. E. Solutions., "The Latest in Solar Technology," [Online]. Available: 
http://www.altenergy.org/renewables/solar/latest-solar-technology.html. 
[87]  S. Mekhilefa,, R. Saidurb, A. Safari, "A Review on Solar Energy Use in 
Industries," Renewable and Sustainable Energy Reviews, vol. 15, p. 1777–
1790, 2011.  
[88]  A.Best, A.Denault, M.Hebabi, "Canadian Energy Security. What Does 
Energy Security Mean For Canada?," Capstone seminar on Canada and 
Renewable Energy, Canada’s security and Intelligence Community., 
Ottawa, 2009-10. 
[89]  O. S. E. Association, "“Renewable Energy and Economic Development"," 
2010. [Online]. Available: http://www.cpfund.ca/pdf/introduction-to-
community-power.ppt. . 
[90]  "http://pv.nrcan.gc.ca/pvmapper.php," [Online].  
[91]  NRCan, "Natural Resources Canada," 4 22 2016. [Online]. Available: 
https://www.nrcan.gc.ca/18366. 
[92]  "http://www.nrcan.gc.ca/energy/offices-labs/canmet/5715," [Online].  
[93]  L.K. Letting, Josiah L. Munda, Y.Hamam, ""Optimization of Fuzzy Logic 
Controller Design for Maximum Power Point Tracking in Photovoltaic 
Systems"," Soft Comput. in Green & Renew. Ener. Sys, vol. 269, p. 233–
260., 2011.  
[94]  L.A.Zadeh, "Toward a theory of fuzzy information granulation and its 
centrality in human reasoning and fuzzy logic," Fuzzy Sets and System, vol. 
90, pp. 111-127, 1007.  
[95]  J. H.Lilly, Fuzzy Control and Identification, Hoboken, New Jersey: John 
Whily & Sons Inc, 2010.  
129  
  
[96]  C.C.Lee, ""Fuzzy Logic in Control Systems: Fuzzy Logic Controller, Part 
II"," IEEE Trans. on Sys, Man amd Cybernetics, vol. 20, no. 2, pp. 419-435, 
1990.  
[97]  R.M.Tong, "Control Engineering Review and Fuzzy Systems," Automatica, 
vol. 3, pp. 559-569, 1977.  
[98]  S. D. Kaehler, Fuzzy Logic- An Introduction.  
[99]  J. Verant, Design Cinsideration of Time in Fuzzy Systems, Dordrecht, 
Netherlands: Kluer Academic Publisher, 2000.  
[100]  A. e. a. Omar Adil M, ""Comparison between teh Efefcts of Different Types 
of Membership Functions in Fuzzy Logic Controller Performance"," 
International Journal of Engineering Research adn technology, vol. 3, no. 
3, pp. 2349-4395, 2015.  
[101]  D. S.ouil, "Efefct of Different Membership Functions on Fuzzy Power 
System Stability for Synchronus Machine Conneted to Infinite Bus," 
International Journal of Computer Application, vol. 71, no. 7, pp. 0975-
8872, 2013.  
[102]  H.R.Chomoro, B.Toro, C.Trijilo, G Guarniso, "Simulation and Hardware 
Verification of a PD Fuzzy Speed Controller for a Three Phase Induction 
Motor," in Electrical Power and Energy Conference, Montreal, canada, 
2009.  
[103]  J. Jamtzen, Foundations of Fuzzy Control, Sussex: Wiley and Sons, 2007.  
[104]  Guanrong Chen, Trung Tat Pham., Introduction to fuzzy sets, fuzzy logic, 
and fuzzy control systems, New York: CRC Press, 2000.  
[105]  L. Zadeh, CALCULUS OF FUZZY RESTRICTIONS, CAlifornia: 
Department of Electrical Engineering and Computer Science, 1972.  
[106]  E.H.Mamdani, "Application of Fuzzy Logic to Approximate Reasoning 
using Lingiostic Synthesis," Department of Electrical Engineering, Queen 
MAry's College of Engineering, London, 1974. 
130  
  
[107]  E. Mamdani, "Application of Fuzzy Algorithms for Control of Simple 
Dynamic Plant," The Institution of Electrical Engineers, vol. 121, no. 12, p. 
1585 – 1588, 1974.  
[108]  D. K. Chaturvedi, Modeling and Simulation of System using Matlab and 
Simulink, U.S: Taylor & Francis Group, 2010.  
[109]  A.Hareno, J.Julve, S.Silvisturem, L Castaner, "A Fuzzy Logic Controller for 
Standalone PV System," IEEE Trans., pp. 1618-1621, 2000.  
[110]  T.Takagi, M.Sugeno, "Fuzzy Identifications iof Systems and Its 
Applications to Modellinga and Control.," IEEE Trans on Systems, Man and 
Cybernetics, vol. SMC, no. 5, pp. 116-132, 1985.  
[111]  Cao, S.G., N.W. Rees, and G. Feng, ""Analysis and Design for a Class of 
Complex Control"," Automatica, 1997.  
[112]  Tanaka, K., H.O. Wang, Fuzzy Control Systems Design and Analysis., New 
York: Wiley and Sons, 2001.  
[113]  V.Sgurev, R.R. Yager, J.Kacprzyk, Vl. Jotsov, Studies in Computatinal 
Intelligence: Innovative Issues in Intelligent Systems, Switzerland: Springer 
International Publlishing, 2016.  
[114]  M. Sugeno, ""On Stability of Fuzzy Systems Expressed by Fuzzy Rules with 
Singelton"," IEEE Trans. Fuzzy Syst., , vol. 7, no. 2, pp. 201-224, 1999.  
[115]  T.J.Ross, Fuzzy Logic with Engineering Applications, John WIley and 
Sons, 2010.  
[116]  H.E.Hong , Y.Li, Z.H.Zhang, X.Xu, "Fuzzy PID Control System In 
Industrial Environment," in Information Technology and Mechatronics 
Engineering Conference (ITOEC 2015), Tianjin, China, 2015.  
[117]  L.P.Holmbald, J.J .Ostergaard, "Fuzzy Infromation and Decision Process: 
Control of Cement Kilm by Fuzzy Logic," Gupta and Sanchez Eds, vol. 67, 
pp. 389-399, 1982.  
[118]  Steve G. Romaniuk, L. O. Hall, "Learning Fuzzy Conrol Rules from 




[119]  R. Tong, "Analysis and Control of Fuzzy Systems using Finite Discrete 
Relations," International Journal of Control, vol. 27, no. 3, pp. 431-440, 
1978.  
[120]  V. Oseledets, E. E. Tyrtyshnikov, ""Breaking the Curse of Dimentionality, 
or how to use SVD in Many Dimentions."," Society for Industrial and 
Applied Mathematics, vol. 31, no. 5, p. 744–3759, 2009.  
[121]  N.Baaklini, E.H.Mamdani , "Perceptive Method for Deriving Fuzzy Policy 
in a Fuzzy Logic Controller," Eletron Lett, vol. 1, pp. 625-627, 1975.  
[122]  C .Larbes, SM.A.Cheikh, T Obeidi, A .Zerguerras, ""Genetic Algorithms 
Optimized Fuzzy Logic Control for the Maximum Power Point Tracking in 
Potovoltaic System."," Renewable Energy, vol. 34, no. 10, p. 2093–2100, 
2009.  
[123]  Khaehintung, N., Kunakorn, A., Sirisuk, P, "Novel Fuzzy Logic Control 
Technique Tunerd by Particle Swarm Optimization for Maximum Power 
Point Tracking for a Photovoltaic System Using a Current-mode Boost 
Converter with Burification Control," International Journal of Control and 
Automation, Automation and Systems, vol. 8, no. 2, pp. 289-300, 2010.  
[124]  G. C. a. T. T. Pham, Introduction to Fuzzy Sets, Fuzzy Logic,and Fuzzy 
Control Systems, Texas: CRC Press, 2000.  
[125]  S. Haykin, "Neural Network-A Comprhensive Foundation”, 2nd Edition", 
New York : New York Practice Hall Inc., 1999.  
[126]  C. A. Otieno, G. N. Nyakoe. W. Wekesa, ""A Neural Fuzzy Based 
Maximum Power Point Tracker for Phtovoltaic Systems."," Africon, vol. 6, 
pp. 1-9, 2009.  
[127]  S. Bouallègue , J. Haggège , M. Ayadi, , M. Benrejeb , "Genetic Algorithms 
Optimized Fuzzy Logic Control for the Maximum Power Point Tracking in 
Photovoltaic Systems," Artificial Intelligence, vol. 25, no. 3, p. 484–493, 
2012.  
[128]  R.Mikut, G.Bretthauer , "Analysis and Stability of Fuzzy Systems.," in 
Control Systems, Robotics and Automation., Encyclopedia of Life Support 
Systems , 2015.  
132  
  
[129]  C.Lee, "Fuzzy Logic in Control Systems; Fuzzy Logic Controller, Parts I 
and II," EEE Trans., vol. 20, pp. 404-435, 1990.  
[130]  T.J.Ross, Fuzzy Logic with Engineering Applications, New Mexico, U.S.A: 
Wiley & Sons, 2012.  
[131]  National Instruments Corporation., "National Instruments: 
http://zone.ni.com/reference/en-XX/help/370401G-
01/lvpid/defuzzification_methods/," 2009. [Online]. Available: 
http://zone.ni.com/reference/en-XX/help/370401G-
01/lvpid/defuzzification_methods/. 
[132]  S. Naaz, A. Alam, R. Biswas, "'Effect of Different Defuzzification Methods 
in a Fuzzy Based Load Balancing Application"," IJCSI , International 
Journal of Computer Science Issues, vol. 8, no. 1, pp. 261-267, 2011.  
[133]  LA.Zadeh, "Fuzzy Sets," Inform Control, vol. 8, pp. 338-353, 1965.  
[134]  Z. S.Bogdan, Fuzzy Controller Design: Theory and Applications, Taylor & 
Francis, 2005.  
[135]  H.Butler, Model Reference Adaptive Control—From Theory to Practice, 
NY: Prentice Hall, 1992.  
[136]  H. Kaufman, I. BarKana, K.Sobel, Direct Adaptive Control Algorithms: 
Theory and Applications, NY: Springer, 1998.  
[137]  E. Mamdani, "Application of Fuzzy Algorithns for Control of Simple 
Dynamics Plant," IEEE, vol. 212, no. 4, pp. 1585-1588, 1974.  
[138]  S.Assilian, E.H Mamadani, "A Fuzzy Logic Controller for a Dynamic 
Plant.," Int J. Man Machine Studies, vol. 13, pp. 1-13, 1975.  
[139]  H. N. W.J.M. Kickert, ""Application of a Fuzzy Controller in a Warm Water 
Plant"," Automatica, vol. 12, pp. 301-308., 1976.  
[140]  P.J.King , E.H.Mamdani, ""The application of Fuzzy Control Systems in 
Industrial Porcess."," Automatica, vol. th IFAC Conference, no. 235-242, p. 
13, 1977.  
133  
  
[141]  R.M.Tong, "Some Problems and the Design and Implementation if Fuzzy 
Controllers," Cambridge Engineering Dep, Cambridge, 1976. 
[142]  H.R. Chamorro, G.A. Ramos, "Fuzzy Control in Power Electronics 
Converters for Smart Power Systems," in Fuzzy Logic – Controls, Concepts, 
Theories and Applications, Croatia, InTech, 2012, pp. 157-184. 
[143]  J.K.Shiau, Y.C.We , M.Yi .Lee, "Fuzzy Controller for a Voltage-Regulated 
Solar-Powered MPPT System for Hybrid Power System Applications," 
Energies, vol. 8, pp. 3292-3312, 2015.  
[144]  Y. W. ,. M. L. J.K. Shiau, "" Fuzzy Controller for a Voltage-Regulated 
Solar-Powered MPPT System for Hybrid Power System Applications"," 
Energies, vol. 8, no. 10, pp. 3292-3312, 2015.  
[145]  E. Dadios, Fuzzy Logic - Controls, Concepts, Theories and Applications., 
Croatia: InTech, 2012.  
[146]  K Ranjani, M Raja, B Anitha, ""Maximum Power Point Tracking by ANN 
Controller for Standalone Photovoltiac Systems"," International Journal of 
Electronics, Computer, Eneric, Electronicd and Comminication 
Engineering, vol. 8, no. 3, pp. 615-619, 2014.  
[147]  R. M. Essefi, M.Souissi, H.H. Abdallah, ""Maximum Power Point Tracking 
Control Using Neural Networks for Standalone Photovoltiac Systems"," 
International Journal of Modern Nonlinear Theory and Application, vol. 3, 
pp. 53-65, 2014.  
[148]  C. T. S. E. M. Jyh Shing Roger Jang, Neuro Fuzzy and Soft Computing, 
Upper Sadle River: Prentice Hall Inc, 1997.  
[149]  D. E. Goldberg, Genetic Algorithms in Search., New York: Addison 
Wesley, 1989.  
[150]  S.Mallika, R.Saravanakumar, ""Genetic Algoritms Based MPPT Controller 
for Photovoltaic Sustems"," International Electrical Engineering Journal 
(IEEJ), vol. 4, no. 4, pp. 1159-1164, 2014.  
134  
  
[151]  R. C. E. J. Kennedy, "'A New Optimizer Unig Particle Swarm Theory."," in 
Internatinal Symposium on Micro Machine and Human Science., Nagoya, 
Japan, 1995.  
[152]  E.Martínez, G.Fernández, ""The PSO Family: Deduction, Stochastic 
Snalysis and Comparison."," Swarm Intelligence, vol. 3, pp. 245-273, 2009.  
[153]  Modelling and SImulation of Fuzzy Systems using Matlab and SImulink, 
U.S.A: Tailor and Francis Group, 2010.  
[154]  M.S.A. Cheikh, C Larbes, G.F.T Kebir, and A Zerguerras, "Maximum 
Power Pont Tracking using a Fuzzy Logic Control Scheme," Revuue des 
Enrgeis Renouvelables, vol. 10, no. 3, pp. 387-395, 2007.  
[155]  Y. C. W. M. Y. L. Jaw - Kuen Shiav, ""Fuzzy Controller for a Voltage 
Regulator Solar Power MPPT system for Hybrid Power System 
Application," Energies, vol. 15, no. 8, pp. 3293-3312, 2015.  
[156]  A.Ovalle, H. R.G. Ramos, ""Improvements to MPPT for PV generation 
based on Mamdani and Takagi-Sugeno Fuzzy Techniques"," in 
Transmission and Distribution: Latin America Conference and Exposition 
(T&D-LA), 2012 Sixth IEEE/PES, Columbia, 2012.  
[157]  A.Jolly, F.T.Josh, "Optimization of energy Management for charged 
Storage of a PV System by the Fuzzy logic Technique," International 
Journal of Computer Applications, vol. 63, no. 10, pp. 975 -887, 2013.  
[158]  Ve.Mahendran , R.Ramabadran, "Fuzzy PI Based Cenralized Control of 
Semi Isolated FP-SEPIC/ZETA BDC in n a PV/battery hybrid system,," 
International Journal of Electronics, vol. 4, no. 24, pp. 1362-3060, 2016.  
[159]  k.Henna, "Aircraft Flight Control Simulation Using Parallel Cascade 
Control," International Journal of Instrumentation Science, vol. 2, no. 2, pp. 
25-33, 2013.  
[160]  B.W.Bequette, Process Control. Modelling, Design and Simulation, New 
Jersey: Prentice Hall, 2003.  
135  
  
[161]  "Mathworks," [Online]. Available: 
http://www.mathworks.com/help/physmod/simscape/ug/what-is-hardware-
in-the-loop-simulation.html. 
[162]  O.-R. Technologies. [Online]. Available: http://www.opal-rt.com/about-
hardware-loop-simulation. 
[163]  "Xeon," [Online]. Available: https://en.wikipedia.org/wiki/Xeon. 
[164]  A.Merabet, "http://www.smu.ca/faculty/adelmerabet/equipment.html," 
[Online].  
[165]  O.-R. Technologies, "http://www.opal-rt.com," [Online]. Available: 
http://www.opal-rt.com/product/rt-lab-professional-real-time-digital-
simulation-software. 
[166]  OECD/Eurostat (Organisation for Economic Co-operation and 
Development, "Oslo Manual: Guidelines for Collecting and Interpreting 
Innovation Data.," OECD, France, Paris, 2005. 
[167]  Coucil of Canadian Academics, "Paradox Lost: Explaining Canada’s 
Research Strength and Innovation Weakness.," Coucil of Canadian 
Academics, Ottawa, 2013. 
[168]  L. Elg, "Innovation and New technology-What is the Role of Research? 
Implications of Public Policy," Vinnova, Sweden, 2014. 
[169]  "NREL National Renewable Energy Laboratory," [Online]. Available: 
http://www.nrel.gov/solar/. 
[170]  V. Bush, "Science the Endless Frontier," United States Government Printing 
Office, Washington, 1945. 
[171]  L.G.Geison, The Private Science of Louis Pasteur., Princeton: Princeton 
Legacy Library, 1995.  
[172]  C. E. B. Bruce. L. R. Smith, Technology, R&D and the Economy, 
Washington: The Brooking Institute, 1996.  
[173]  V.Bush, "Science the Endless Frontier," United States Government Printing 
Office, Washington, 1945. 
136  
  
[174]  V. Bush, "Science, The Endless Frontier: A report to the president for the 
postwar sceintific research policy," National Dcience Foundation, 
Washington, 1990. 
[175]  D. E. Stokes, "Pasteur's Quadrant: Basic Science and Technological 
Innovation," Brookling Institution Press, Washington DC, 1997. 
[176]  N.Roll-Hansen, "Why the Distinction between Basic (Theoretical) and 
(Practical) Research is Important in the Politics Science," Centre for the 
Philosophy of Natural and Social Science, London, 2009. 
[177]  S. Kjelstrup, "Basic and applied research in the university − have they 
changed?," in OECD Workshop on Basic Research: Policy Relevant 
Definitions and Measuremetns., Oslo, 2001.  
[178]  D.E.Stockes, "Pasteur's Quadrant: Basic Science and Technological 
Innovation.," Brookling Institution Press, Washington DC, 1997. 
[179]  Yuan-Chieh Chang, Phil Yihsing Yang, Tung-Fei Tsai-Lin and Hui-Ru Chi, 
"" How University Departments Respond to the Rise of Academic 
Entrepreneurship?The Pasteur’s Quadrant Explanation"," Danish Research 
Unit for Industrial Dynamics, vol. 11, no. 7, pp. 1-21, 2011.  
[180]  F.Leibfarth, "Speaking Frankly: The Allure of Pasteur's Quadrant," Nature 
Chemistry | The Sceptical Chymist, 2013. 
[181]  V.Narayanamurti, T.Odumosu, L. Vinsel, "The Discovery-Invention Cycle 
Bridging the Basic / Applied Dichotomy," `, vol. 2, pp. 1-13, 2013.  
[182]  G. Dutrénit, C. De Fuentes, A.Torres, ""Channels of Interaction between 
Public Research organizations and Industry and thier Benifits: Evidence 
from Mexico"," Science and Public Policy., vol. 37, no. 7, p. 513–526, 2010.  
[183]  K.Pavit, "Sectoral Patterns of Technical Change: Towards a Taxonomy and 
a Theory," Research Policy, vol. 3, no. 6, pp. 343-373, 1984.  
[184]  F.Narin, K.S. Hamilton, D, Olivastro, "The Increasing Linkage betweeb Us 




[185]  K.Kingsley, G. Bozeman, B.Coker, "Technology and Absorption on R&D 
Value Mapping Approach to Evaluation.," Research Policy, vol. 25, pp. 
967-995, 1996.  
[186]  U. F. Meyer-Krahmer, "Science Based Technologies University Interaction 
of Four Filelds," Research Policy, vol. 27, pp. 835-851, 1988.  
[187]  Lynne G. Zucker, Michael R. Darb, Jeff S. Armstrong, "Commercializing 
Knowledge: University Science Knowledge Capture and Firm performance 
in Biotechnology," Management Science, vol. 48, no. 1, pp. 138-153, 2002.  
[188]  W. M. Cohen , R,R. Nelson , J.P.Walsh, "Links and Impacts: The Influence 
of public Researh on Industrial R&D.," Management Science, vol. 48, no. 
1, pp. 1-23, 2002.  
[189]  R. Bekkers, Isabel Maria Bodas, A. Freitas , "Exploring patterns of 
knowledge transfer from university to Industry: do Sector Matters?," in 6th 
Intl. Conf. on University, Industry & Government Linkages. Triple Helix VI, 
Singapore, 2007.  
[190]  V.Arza, ""Channels, Benifits and Risks of Public - private Interactions for 
Knowledge Transfer: Conceptual Framework Inspired by Latin America"," 
Science and Public Policy, vol. 37, no. 7, pp. 473-484, 2010.  
[191]  M.Bibsons, R.Johnson, "The Roles of Sceince in Technological 
Innovation," Research Policy, vol. 3, no. 3, pp. 220-242, 1974.  
[192]  N. Rosenberg, "Sceintific Instrumentation and Univesity Research," 
Research Policy, vol. 21, pp. 381-390, 1992.  
[193]  Ri. R. Nelson a, K. Nelson, "Technology, Institutions, and Innovation 
Systems," Research Policy, vol. 31, p. 265–272, 2002.  
[194]  E. Hippel, The Sources of Innovation, New York: Oxford University Press, 
1988.  
[195]  B. Carlsson, R. Stankiewicz, "On the Nature, Function, and Composition of 
Technological systems.," Journal of Evolutionary Economics, vol. 1, no. 2, 
pp. 93-118, 1991.  
138  
  
[196]  J. Metcalfe, "Science policy and Technology Policy in Competitive 
Eonomy," in Handbook of the economics In, P. Stoneman (Ed.),, Oxford, 
UK ; Cambridge,, Mass.: Blackwell., 1995, pp. 409-512. 
[197]  S. Kyvik, P. James Bentley , M.Gulbrandsen , "The Relationship Between 
Basic and Applied Research in Universitie"," High Educ, vol. 70, no. 25, p. 
689–709, 2015.  
[198]  B. Hulac, "Strong Future Forecast for Renewable Energy," The Scientific 
American. ClimateWire Sustainability, 2015. 
[199]  R. Evans, Fuelling Our Future, UK: Cambridge Press, 2007.  
[200]  R. a. C. o. D. S. E. Technologies, "Review and Comparison of Different 
Solar Energy Technologies," Global Energy Network Institute (GENI), 
2011. 
[201]  T. News, "Concentrating Solar Power Systems: Market Shares, Strategies, 
and Forecasts, Worldwide," TransWorld News . 
[202]  J. J. S. S. a. L. C. A. Moreno, "A fuzzy logic controller for stand alone PV 
systems,”," in Proceedings of the IEEE Photovoltaic Specialists 
Conference, 1618-1621, 2000.  
[203]  A. M. A. G. a. A. K. A Messau, "Maximum Power Point Tracking Using A 
GA Optimized Fuzzy Logic Controller and its FPGA Implementation," 
Solar Energy, vol. 85, no. 2, pp. 265-277, 2011.  
[204]  C. C. W. C, "Self Generating Rule Mapping Fuzzy Controller Design using 
a Genectic Algorithm," in IEEE Proceedings , Mar 2002.  








Appendix A  
Acronyms and Abbreviations  
  
AC    Alternating Current  
ANFIS Adaptive Neural Fuzzy Interface System 
CoA Centre of Areas 
DC    Direct Current  
DSSC Dye Synthesised Solar Cells 
FLC Fuzzy Logic Controller  
GA Genetic Algorithms 
HC    Hill Climbing  
HIL Hardware in the Loop 
IGBT   Insulated Gate Bipolar Transistor  
MIMO Multi Input Multi Output 
MF   Membership Function  
MPP   Maximum Power Point  
MPPT   Maximum Power Point Tracking  
PD    Proportional-Derivative  
PI    Proportional-Integral  
PID    Proportional-Integral-Derivative  
 
P&O   Perturb & Observe  
PSO Particle Swarm Optimization 








PWM   Pulse Width Modulation  
SISO Single Input Single Output 
SVD Singular Value Decom Position  
TG Temperature Gradient 
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Appendix B  
Specifications of the Hardware Parts  
  
A. Specifications of Solar PVECS  
Variable irradiation = 600 to 800 W/m2  
Optimum operating voltage of PV modules = 30.4 V  
 
 
 
